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As the professional manufacture, we would like to provide you GNS® Acrylic Sealant. And we will
offer you the best after-sale service and timely delivery. We wish to be a long-term partner with you.

1.PRODUCT FEATURE OF GNS® ACRYLIC SEALANT S211

*One part, easy to use
*Waterproof & Paintable
*Excellent adhesion to most construction materials
*Superior gunning & tooling

2.TYPICAL PROPERTIES OF ACRYLIC SEALANT S211

Color: White
Odor: Mild
Consistency: Smooth Paste
Flash Point: Above 100℃
Vehicle: Acrylic Latex Polymer
Solvent: Water
Dry to touch: 30-60 minutes
% Solids: 82% +/-1%
Recommended Storage Temperature:25℃
Shelf Life: 12 Months

Acrylic Sealant

The GNS® ACRYLIC SEALANT S211 is an one part,
general purpose, water based acrylic sealant that cures
to a flexible and tough rubber with good adhesion to
porous surface without primer. Can be used to renovate
and repair deformation joints and compounds on roofs.
We’re professional on Acrylic Sealant more than 19
years , we sincerely want to be your trusted suppliers in
China for long term business relationship.
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3.APPLICATIONS AREAS OF GNS® ACRYLIC SEALANT S211

*Filling gaps in walls , balustrades ,sills.
*Connecting joints in plasterboard
*Small plaster repairs before painting.
*Sealing around window and door frames
*Sealing of aerated concrete
*Sealing of low movement construction joints between brick , concrete ,timber

4.APPLICATION INSTRUCTIONS OF ACRYLIC SEALANT S211

5.STORAGE AND SHELF LIFE OF ACRYLIC SEALANT S211

12 months from manufacturing date when store in cool dry locations below 25℃. Keep away from
heat source and direct sunlight during storage.

6.PACKING, SHIPPING AND SERVING OF ACRYLIC SEALANT S211

Packing : Aluminum tube--310ml, Sausage--600ml
Shipping: Sea, air or land transportation
Serving: We provide free design service, and you’ll get excellent after-sales service, we committed
to solving any problems that may occur when you use our products.
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7.FAQ

Q: Can I get a sample before order?
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A: Sample is available and free, please contact us or send your requirements by email.

Q: How can you guarantee the quality?

A: We have rigorous quality test system, from raw materials to finished products, the materials must
be checked and confirmed by QC department.
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