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Electronic Pattern Sewing Machine
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WS 4%1E Features

Sewing data is sewn faithfully and attractively;

High maximum sewing speed;

Economical operation with low power consumption;

Work clamp lift amount can be adjusted easily from the operation panel;
Easy—-to-use programmer (optional product).
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Electronic Pattern Sewing Machine
™ [
; &

]
B =

a

©°@ 3
ST-8311G * 2 130X 100mm * 0.05-12.7mm * 2,700 1.71 L/min
ST-8326G * 2 220X 100mm * 0.05-12.7mm * 2,700 1.71 L/min
ST-8342G * 2 300X 200mm * 0.05-12.7mm * 2,700 1.71 L/min
n
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& RS # Technica parameter
ST-8311G ST-8326G ST-8342G

{EF%E41#1 Sewing machine

235 Stitch form

SELETEREELIN (2f5HERE ) Lock stitch pattern tacking sewing machine

BEE4E  Single needle lock stitch

2,700%t/9%0 2,700 sti/min

§&A220x 100 mm
Max. 200 x 100mm

[B8u%A (B REiAREN ) Intermittent feed (pulse motor drive)

B 5 4YEE Max. sewing speed

B&A130%x100 mm
Max. 130 x 100mm

®A300x200 mm

#HIXIE (XxY) Sewing area (XxY) 00200

%FIEE Feed mechanism

4tBE Stitch length 0.05-12.7mm

FwAETE Max. number of stitches 20,000%t/14NEIZE 20,000 stitches per pattern

FERIYRHH  Work clamp drive PUe ot Gre/Pheutate v Puea oty e Pusa i dive
EWER Workcampiftamount | SgHREAEONT  SGHR N B Vi 3omm Vi aomm
P ER)  2-step work clamp :8 % i ;{éiﬁéﬁm :8 %i ggge\g{g \(;/Igme:lamp Sepaggatcﬁmélamp Unit_vviﬁ'géllzgmp
[E)ERERI L FE Height of stepping presser foot 22 mm 19.5 mm 22 mm

[B)BRIERD1T2 Stepping presser foot stroke 0a2-10 mm (H/7iRE: 3mm) 2-4.5mm, 4.5-10mm or O (Factory setting: 3mm)
R Hook

FL%IEE  Thread wiper
PIZ%EE Thread trimmer

HIETFiE X Data storage media

BEtE (FRENER %M ) Double—capacity shuttle hook (Standard capacity hook: Option)

FROfE2ES  Standard equipment

%S Standard equipment

% ({EACFRAEELEESR ) 3.55J&2HD/1.44MB, 2DD (i%M#F) Flash memory (Sewing patterns can be added using CF card)

Oj& Motor

AC{EIRDZIA550W  AC servo motor 550W

BEE Weight

3k 988 kg, 1R{F&: £90.6 kg, =HIFE: 14.2 - 16.2 kg (HRIBEOBERFTRE )
Machine head: 88 kg, Operation panel: approx 0.6 kg, Control box: 14.2-16.2kg (Depending on destination)

HiR Power supply

EH100V / 220V, 3tH200V/220V/380V/400V 400VA Single phase 100V/220V, 3-phase 200V/220V/380V/400V 400VA

SJE Air pressure/consumption

0.5Mpa 1.7 L/min

MACHINE MECHANISM

OEEIE HIREK 28




