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Glass Tube Fuse (Fast-Acting) 250V/125V

Time-Current Characteristics
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Testing Standard: mA A
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Interrupting Rating: 3

10000 Amperes at 125V AC

35 Amperes at 250V AC(100mA~1A)
25 Amperes at 250V AC(1.25A~1.6A)
50 Amperes at 250V AC(2A~3.5A)

TERE:
Operating Temperature:
-55°C ~+125°C
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Materials:
o End cap:nickel plated brass ==
B 4 Glass tube:glass = -
14.5x1 Lead wire:tinned copper wire Ex
Inner cap:nickel plated brass
0 J05.0+0.2 i
: B
T=[D:D]== Soldering Method: s
| I !T Wave soldering:  260°C, 10s max
30£2 15.5+1 Manual soldering: 350°C, 55 max
B 5451 Electrical Characteristics f
HWERKM% % of Ampere Rating ¥ 7B A Opening Time
100% 4 hours Min (K F4/MET) _
135% 1 hour Max(/NF1/5ft) =
200% 5 s Max (/N F5%)) o1 " Current(A) '° 100
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Catalog Ampere Voltage Melting Integral il SRR SRS
[ Rating Rating (A%.S)
4D0125A/B 125mA 250V/125V 0.003 ° °
4D0160A/B 160mA 250V/125V 0.008 [ ] [ ]
4D0200A/B 200mA 250V/125V 0.015 [ ] ([ ]
4D0250A/B 250mA 250V/125V 0.020 [ ] [ ]
4D0315A/B 315mA 250V/125V 0.05 () [}
4D0400A/B 400mA 250V/125V 0.07 [ [
4D0500A/B 500mA 250V/125V 0.10 [} [}
4D0630A/B 630mA 250V/125V 0.22 [ ] [ J
4D0750A/B 750mA 250V/125V 0.30 [} [}
4D0800A/B 800mA 250Vv/125V 0.37 [} [}
4D1100A/B 1A 250V/125V 0.80 [ [
4D1125A/B 1.25A 250V/125V 1.3 [ ] [ ]
4D1150A/B 1.5A 250V/125V 1.9 () ®
4D1160A/B 1.6A 250V/125V 2.2 [ ] )
4D1200A/B 2A 250V/125V 3.2 ° °
4D1250A/B 2.5A 250V/125V 5.1 [ ] [ ]
4D1300A/B 3A 250V/125V 6.7 [ [ ]
4D1315A/B 3.15A 250V/125V 7.8 ) )
4D1350A/B 3.5A 250V/125V 10 ® [ )
4D1400B 4A 125V 15 °
4D15008B 5A 125V 26 °



