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        WARNING 

 

In order to prevent damage to users, other equipment damage or property damage, please observe the 

following basic precautions： 

 

         This symbol indicates "prohibited" content              This symbol indicates "must" 

■ Please make sure that the 

power wire is NOT damaged. Do 

NOT unplug the equipment by 

pulling the power wire; 

otherwise it may cause electric 

shock, short circuit or fire. 

 

■ When the equipment is in use, DO NOT block the air 

outlet which should be kept clear, in order to avoid 

overheat. 

 

 

 

 

 

■Do NOT store this equipment in any 

place with heavy dust or vibration, or 

where it is extremely cold or hot. 

 

 

 

■ Please do NOT place any heavy article on this 

equipment. Please operate switches, buttons or 

external audio source 

carefully. 

 

■ Please prevent foreign matters (such as paper, 

metal etc.) entering the equipment through the 

gaps or opening, in such cases, please cut off the 

power supply immediately. 

■ Do NOT attempt to remove any internal component 

from the equipment, or to modify the equipment in 

whatever manner. 

 

 

 

 

■ In case that sound is suddenly off or there is 

abnormal odor or smoke, please unplug the 

equipment from the power socket to avoid 

potential electric shock, fire or other accident. 

The equipment should be inspected by 

professional personnel. 

 

■ If the equipment is not in use for a long period, 

please unplug it from the AC power socket to realize 

zero energy consumption. 
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I Touch Screen Introduction 

1.1  7-inches IPS wide screen color touch screen(D6410/D6410A) 

1.1.1 System Overview 

The IPS wireless touch screen of 7-inch with 260,000 pixels true color, is able to communicate with the control 

host through the WIFI or RF, and man-machine interface is friendly. The operating interface supports more 

programmable objects, such as pictures, graphics, text, animation, 3D buttons, etc., and has a high quality image 

performance. 

 

1.1.2 The main technical parameters 

Touch Screen 

Screen Type 260,000 pixel IPS Screen 

Screen Size 7-inch diagonal 

Touch Screen Multi-touch 

Panel Brightness 440cd/m2 

Viewing Angle 80/80/80/80(CR＞=10) 

Resolution Ratio 1280*800 

Back-light Brightness Adjustable 

Processor 
CPU 32bits embedded ARM CPU 

CPU Frequency 1GHZ 

Storage 
Memory 512MB 

Storage Space 1GB 

Control 

Control Method Wireless RF or WIFI control 

RF Frequency 433MHz directional wireless 

WIFI Standard  Based IEEE 802.11 

Remote Control 

Distance 
50m in open area 

Specification 

External Power 

Supply 
DC5V 

Built-in Battery 4.2V,3800maH 

Continuously 

Working 
5 hours(Depends on environment) 

Charging Time 4 hours(Depends on environment) 
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Battery Temperature 30°-55° 

Software 
Support images, text, 3D/ 2D buttons, video and animation, Chinese and English 

interface 

Communication 
Interface mini USB 

Agreement mini USB 

Dimension 236*137*12(mm) ‘-- 

 

 

1.2  9.7-inches wide screen color touch screen(D6413) 

1.2.1 System Overview 

The IPS wireless touch screen of 9.7-inch with 260,000 pixels true color, is able to communicate with the control 

host through the WIFI, RF Bluetooth(not open), and man-machine interface is friendly. The operating interface 

supports more programmable objects, such as pictures, graphics, text, animation, 3d buttons, etc., and has a high 

quality image performance. 

1.2.2 The main technical parameters 

Touch Screen 

Screen Type 260,000 pixel IPS Screen 

Screen Size 9.7-inch diagonal 

Resolution Ratio 1024*768 

Touch Screen Multi-touch 

Panel Brightness 440cd/m2 

Viewing Angle 80/80/80/80(CR＞=10) 

Back-light Brightness Adjustable 

Processor 
CPU 32bits embedded ARM CPU 

CPU Frequency 1GHZ 

Storage 
Memory 512MB 

Storage Space 1GB 

Control 

Control Method Wireless RF or WIFI control 

RF Frequency 433MHz directional wireless 

WIFI Standard  Based IEEE 802.11 

Remote Control Distance 50m in open area 

Specification 

External Power Supply DC5V 

Built-in Battery 4.2V, 10000maH 

Continuously Working 7 hours(Depends on environment) 
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Charging Time 6 hours(Depends on environment) 

Battery Temperature 30°-55° 

Software Support images, text, 3D/ 2D buttons, video and animation, Chinese and English interface 

Communication 
Interface mini USB 

Agreement mini USB 

Dimension 244*250.5*8.4-38.9(mm)  

 

1.3  12-inches true color touch screen  

1.3.1 System Overview 

The 12-inch true color touch screen with 12.1-inch large screen true color TFT LCD display, touch screen 

resolution of 800×600 pixels; use NET bus communication protocol to provide users with full two-way control 

and operating platform; support video picture-in-picture function. You can display any size on the touch screen 

video window (maximum 800×600) to facilitate the user to monitor the video signal;     

It provides user interface software such as 3D / 2D button, video, graphic, picture and animation interface. 

Users can design the user interface of the touch screen by editing the software. The user interface is designed by 

USB interface. Upload interface, the speed of several times higher than the ordinary serial port. 

1.3.2 The main technical parameters 

Display Screen Type 160,000 True Color TFT LCD 

Display Screen Size 12 inches 

Touch Range 30.5CM Diagonal 

Backlight Bright Level 3 adjustable 

Contrast Ratio Level 9 adjustable 

Display Screen Backlight CCFL backlight 

Width to Height Ratio 4：3 

Touch Board Input Error ＜±2mm 

CPU 32 bits embedded CPU，210MHz, up to 533HHz 

Storage 32M 

User 10M 

Editing software Touch screen programming software 

PC Data communication type USB interface 

Power DC24V 

 

 

http://cn.bing.com/dict/search?q=bits&FORM=BDVSP6&mkt=zh-cn
http://cn.bing.com/dict/search?q=embedded&FORM=BDVSP6&mkt=zh-cn
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II Appearance and related instructions 

2.1  7-inch IPS wide touch screen appearance and 

description(D6410/D6410A) 

The appearance is shown as below, 

 

Front panel instructions： 

 

Side panel instructions： 

 

 

    7-inch IPS touch screen is downloaded user programs through the WIFI wireless protocol. So before the 

transmission project, first ensure that the computer and touch screen are in the same wireless network segment. 

Connection as shown below: 

Power 

Return 

Loud speaker 
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2.2  9.7-inch wide touch screen appearance and description

（D6413） 

     9.7-inch touch screen appearance as shown below. 

 

 

Front panel instructions： 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Laptop 

Wireless router 

Touch screen 

Loud speaker 

Return 

Power 

Home 

Loud speaker 
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Side panel instructions： 

  
 

 

    9.7-inch IPS touch screen is downloaded protocol user programs through the WIFI wireless. So before the 

transmission project, first ensure that the computer and touch screen are in the same wireless network segment. 

Connection as shown below, 

 

 

 

 

 

 

 

 

 

 

 

Laptop 

 

Wireless router 

Touch screen 
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2.3  12-inch wide touch screen appearance and description 

12-inch color touch screen parameter settings 

 

 

    It can be seen from the figure, the touch screen and the base of the elevation is adjustable, the user can adjust 

according to their own habits. In the back of the base, there is a RJ45 interface, used to connect the host, play and 

host communication and the role of power to the touch screen. 
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III Touch screen parameter settings 

3.1  7-inch IPS wide touch screen parameter settings 

(D6410/D6410A) 

7-inch IPS wide-screen touch screen system initialization parameters are set at the factory with default values, 

the user can re-set these parameters. 

Press the power button to enter the system, enter the pop-up input password interface, enter the password "1", 

then pop up the selection of the project interface, select a project to enter and click OK. 

           

 

    Enter the touch screen control interface with three fingers, at the same time holding the interface, then press 

the back button, when the pop-up interface set up release the hand. 

 

 

"Send Configuration" to set the parameters associated with the control docking, as shown below. "Host" for 

the control of the host IP address, with the control panel on the host computer IP; "Port" for the control of the host 

port, with the control panel on the host panel. "Hardware_Id" is the ID set in the central control program. These 

three configuration parameters to be set to control, set the completion point to determine. 
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"Query host" can be used to query whether the touch screen connected to the successful control of the host. The 

results will be floating in the bottom of the touch screen display. 

"Select Project" is used to select the engineering interface you need to enter. 

"Hardware Settings" for the user to personalize the touch screen, you can set the connection WiFi, sound, display. 

"Weather setting" can set the weather to get the area. 

"Reset to enter" for resetting the password, click into the input password interface. 

"Exit Settings" to close the setting interface. 

 

 

3.2  9.7-inch color touch screen parameter settings(D6413) 

9.7-inch true color touch screen system initialization parameters are set to the factory default values. The user 

can re-set these parameters. 

Press the power button to enter the system, enter the pop-up input graphics password interface, the password 

for the slide input "Z" font, then pop up the selection of the project interface, select a project to enter and click 

OK. 

 

     Enter the touch screen control interface with three fingers, at the same time holding the interface, then press 

the back button, when the pop-up interface set up release the hand. 
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"Host configuration" to set the parameters associated with the control docking, as shown below. "Host" for the 

control of the host IP address, with the control panel on the host computer IP; "Port" for the control of the host 

port, with the control panel on the host panel. "Hardware_Id" is the ID set in the central control program. These 

three configuration parameters to be set to control, set the completion point to determine. 

 

"Hardware Settings" for the user to personalize the touch screen, you can set the connection WiFi, sound, 

display. 

"ID setting" is used to set the ID name of the device. 

"Query host" can be used to query whether the touch screen connected to the successful control of the host. 

The results will be floating in the bottom of the touch screen display. 

"Select Project" is used to select the engineering interface you need to enter. 

"Transfer Project" is used for uploading touch screen project files. 

"Data transmission" is used to select the connection mode, WiFi, Bluetooth, radio frequency (RF) option. 

"Bluetooth management" is used to manage Bluetooth connections 

"Modify Unlock Pattern" to modify the unlock password entered into the device. 

"About" is used to view the version of the system. 

"Exit Login" to return to the password login screen. 
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3.3  12-inch color touch screen parameter settings 

12-inch true color touch screen system initialization parameters are set to the default factory settings. The 

user can re-set these parameters. 

Enter the initialization parameter settings mode: press the touch screen after the touch area connected to 

power, 3 seconds after the "Entering setup page" words can be released to hold down the touch screen hand, then 

enter the settings page, as shown below: 

 

 

 

 Click on "correct touch screen" to enter the school screen page, as shown below, 

 

First set the coordinates of the upper left corner, you can use the hand or touch the bar click on the upper left 

corner of the cross. The larger the touch area, the smaller the touch error. Set the upper left corner of the 

coordinates of good, cross automatically move to the lower right corner, with the same method to set the 

coordinates of the lower right corner of the screen can be completed. 

Set the parameters of the touch screen properties, click "Settings" to enter the properties of the settings page. 
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    Touch screen property settings: 

 

   Attribute settings include language settings, volume adjustment, network ID settings, time settings. 

 Language settings： 

  Use“▲”,“▼”these two buttons to choose display with Chinese or English. 

 Volume adjustment： 

  Use“▲”、“▼”these two buttons to control the volume, volume setting range 0-9,0 means mute。 

 Network ID： 

Use“▲”、“▼”these two buttons to select the button to set the value of the network ID，also can 

use input the network ID, range 00-FF。 

To achieve communication between the touch screen and the control panel, the "network ID" set on the touch 

screen must be the same as the NET ID value of the touch screen in the central control program.   

Time： 

  Click“Time”button, then enter the set time parameter. 

 Display setting： 
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Brightness adjustment： 

  Use“▲”, “▼”these two buttons to set the touch screen brightness, there are "bright", "medium", 

"dark" three options 

Wait time adjustment： 

Use“▲”, “▼”these two buttons to set the touch screen to enter the standby time, standby time setting 

range: 0-99 minutes, 0 minutes that will not enter the standby state, keep the long work. 

Enter the standby state, if not set the screen saver, touch screen will enter the black screen energy-saving 

state. Click on the touch screen can be restored to the original display state. 

Screen saver adjustment： 

Use“▲”, “▼”these two buttons select the screen saver content, for the other "time", "user text", or 

"no" (that does not set the screen saver) three options. 

Touch screen PIP setting： 

 

 

 Brightness adjustment： 

  Use“▲”, “▼”these two buttons to set the picture-in-picture video window brightness, setting range 

0-15 level 

 Contrast adjustment： 

  Use“▲”, “▼”these two buttons to set the PIP video window contrast parameter, range: 0-15 level 

 Definition adjustment： 

  Use“▲”, “▼”these two buttons to set the PIP video window with clear parameters, range: 0-15 level 

 Chroma adjustment： 

  Use“▲”, “▼”these two buttons to set the PIP window tones, range 0-15 
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 Touch screen security settings： 

 

 Password setting： 

  Use“▲”, “▼”these two buttons to use set whether to enter the user program interface or touch screen 

settings page needs a password，when setting the password use  to input the new password. 

Host function settings： 

 

 Click on the "search plug-in", then show the host expansion card model and installation slot location 

information. 

Click "Search Device" to display the model information of the network device connected to the host. 

Click "System Information" to display the host version information. 

Click "Program Information" to display the details of the host user program. 

Click "set time", then the host time and touch screen time have been. 

Click "Show Time" to display the host's time. 

 Other parameters setting, refer to the above steps to achieve.  
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IV Usage and Operation of Touch Screen 

4.1 Introduction of touch screen function 

Touch screen is divided into wired touch screen and wireless touch screen. Wired touch screen can be 

two-way communication, you can transfer control instructions to the programmable control host, but also can 

control the control of the host control status back to the touch screen interface; wireless touch screen is only 

one-way communication, The instruction is transferred to the programmable host without returning information. 

Touch screen interface can be programmed. The user can be based on specific needs and personal preferences 

to define the touch screen user interface. The graphical interface supports pictures, graphics, text, 3D animations, 

3D buttons.     

Wired touch screen can be connected to the programmable host through the CRV-NET port, through the 

Control System software programmable control host to write control procedures, through the Touch Panel 

software to write touch screen control interface, detailed programming methods refer to the relevant tutorial. 

4.2 Common operating methods 

4.2.1 Power on 

   Directly touch the screen touching area to achieve boot function 

4.2.2 Power off 

   Set the delay by setting the touch screen initialization parameter 

4.2.3 Charging 

A Connect the DC12V power adapter to the power connector on the right side of the touch screen. 

B  Connect the DC12V power adapter to the charging connector's power connector and touch the screen on 

the charging stand 
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V Programming Software 

5.1 Software Introduction 

Touch screen programming software “Touch Panel.exe” is a touch screen system for a set of software applications, 

in the installation and commissioning for the user for secondary development. 

        System configuration requirements： 

        System Requirements: clocked at more than 300MH CPU, 64M memory, 16-bit color graphics, at least 

one free serial communication port. 

        System platform：Win 95/98/NT/2000/XP/ME. 

5.2 Toolbar Description 

 

 

Touch panel has a powerful toolbar, its main purpose is to allow programmers to more quickly edit the page, with 

intuitive, fast, practical and so on. 

5.2 Set up new project 

Open the touch screen interface to editing software Touch panel, in the toolbar click on the "New Project" 

button, and then in the new project, select the desired touch screen model, and finally select "Save Path" click OK 

will enter the touch screen programming interface. 
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5.3 Set up new page 

Click the "New Page" button on the toolbar and enter the name of the new page. The new sub page is also 

similar to the operation. 

5.4 Press the key to edit 

(1) New "button" 

  In the tool, click the Insert button, and then draw the size of the page on the page, while in the object property 

bar to modify the button properties. The new text is also similar to the operation. 

(2) Modify the key title 

Steps: first click on the need to modify the button, and then click "object properties -> TEXT -> title" to the right 

of the ellipsis, in the pop-up dialog box can modify the button title. 

(3) Modify the key state 

Press the "General, self-locking, interlock, delay" four states, in the "object properties -> button effect" to modify. 

(4) Key interlock function setting 

If only a few keys can choose one, we must use the interlock function. Set interlock function steps: 

First select a need to interlock button, and then in the "object properties -> interlock group" to create a new 

interlock group and to the interlock group from a name, and finally need to interlock each of the key "object 

properties -> interlock Group "to select the new interlock group name. As shown below. 

 

5.5 Insert the picture 

In the tool, click to insert the picture, and then draw the size of the page on the page, and then in the object 

property bar double-click "graphics resources" to select the picture, and then set the properties of the picture. The 

new rectangle is also similar to the operation. 
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5.6 Join No. setting 

There are two ways to select the join number. 

(1) Click the button on the toolbar after the first automatically detects the available Join No. Code; 

(2) Click the button in the object property bar manually select the Join No. Option, and then in the dialog box 

(3) Select Join No. (You can use multiple joins with multiple joins and select Join No.). 

5.7 Insert the sub page 

To display a page on another page, use the sub page. First, in the "toolbar" select the insert sub-page shortcut keys, 

and then insert the sub page on the main page, and adjust the size and location of the sub-page, finally in the 

"object properties" to select sub-page properties. 

5.8 Set the home page 

The purpose of setting the home page is to set the first page on the touch screen (the program must be home 

page to upload). Steps: first in the "work area" to select the page you want to set as home page, and then 

right-click to select "set to the home page". 

5.9 Upload the program 

After the touch screen is edited, run the "Compile" option of the "Project" menu to compile. If the compiler 

does not generate an error, you can upload the compiled file to the touch screen 

         Steps： 

         I Click on the menu: Project -> Upload the project 

         II In the pop-up dialog box, select the correct serial port, and then click on the upload can, at this point, 

a project editing is complete 

 

 

 

 

 

 

 

 



Wireless color screen touch control system                                                             user’s manual                   

- 18 - 

VI Trouble shooting 

1. When the file is uploaded to the touch screen, the touch screen does not respond？ 

Possible reasons： 

〈1〉COM port is not selected correctly when uploading 

〈2〉There is a problem with the transmission line 

〈3〉Damage COM port 

          Resolved methods： 

〈1〉Select the right COM port to upload 

        〈2〉Change new transmission line 

        〈3〉Use other free COM ports 

2. In the transmission process, why does the touch screen suddenly return to the control page？ 

Possible reasons： 

〈1〉On the same WINDOWS operating system conflict 

〈2〉Program compilation error 

〈3〉The program itself is wrong. 

          Resolved methods： 

〈1〉Choose WIN2000、WIN Xp System。 

〈2〉Re-interpretation and then upload 

〈3〉Check if the program is wrong  

3. After the transfer, touch screen why not return to the control page, but in a state of panic？ 

Possible reasons： 

〈1〉Upload the wrong program  

〈2〉There is a problem with the transmission line 

〈3〉Damage COM port 

〈4〉Touch screen’s software version and touch screen does not correspond 

         Resolved methods: 

〈1〉Re-upload and then upload 

〈2〉Change transmission line 

〈3〉Use another free COM port 

 4. Why the screen has a display but can not control？ 

Possible reasons： 

〈1〉The touch screen RFID does not match the RFID set in the host program 

〈2〉Touch screen appears "drift" phenomenon 

       Resolved methods： 

〈1〉Check whether the touch screen and the host RFID are consistent 

〈2〉Please re-enter the touch screen settings page for touch range correction.        

5. Why the touch screen suddenly be black screen？ 

Answer：It may be that the touch screen is in Standby or Power off. Then click on the touch screen to 

activate the screen and make sure that the touch screen battery or power is on. 



Wireless color screen touch control system                                                             user’s manual                   

- 19 - 

Packing List 

No. List Quantity 

1 D6413 host 1 set 

2 Manual 1 copy 

3 Warranty Card 1 copy 

4 Certificate 1 copy 

5 Power cable 1 piece 

6 Software CD 1 piece 

7 Software CD wooden box 1 piece 

 

 

 

 

 

 

 

 

 

Guangzhou DSPPA Audio Co., Ltd. 
 

                                    Note 
 When the power switch of this equipment is in the "off" state, the machine is not completely disconnected 

from the power supply. For safety reasons, please unplug the power cord from the outlet when the device is 

not in use. 

 This device can not withstand water droplets or water splashes and can not place items such as vases filled 

with water on the equipment. 

  Do not open the machine cover at will to avoid electric shock. If necessary, by a professional certificate of 

professional staff to repair. 

 The terminals marked with the symbol  in the equipment indicate that they are dangerous and that the 

operation of connecting these terminals is performed by the instructed person. 

 This device is connected through the power cord and the power grid. When the equipment fails or is 

dangerous, unplug the power cord and disconnect the device from the power grid. Therefore, it is necessary 

to place the power socket in the power cord The place of operation. 

 

 


