
 

  
 

 

 

 

 

 

 

 

 

 

 

 

OWNER'S MANUAL 

Thanks for purchasing PA speaker system of DSPPA series. All of DSPPA series products have been 

tested strictly before shipping. DSPPA series PA speaker system is widely used in hotel, trade 

building, supermarket, school, entertainment, etc. It’s the most ideal choice of you! In order to 

facilitate installing, modulating and running please read this manual carefully before setup. 

Matters needing attention 

1.1 The equipment power supply switch in the off state, the machine is not completely 

disconnected with the network power, for the sake of safety in the use of this equipment, please 

put the power line plug socket.  

1.2 This equipment can not be subjected to water or water splashing and can not be filled with 

water in the vase like items placed in the device.  

1.3 Please do not open the machine cover, to prevent electric shock. If necessary, the professional 

personnel who have professional certificates should be repaired. The terminals marked with. 

1.4 In the equipment“  ”indicate danger and live electrification, and the operation of connecting 

these terminals shall be done by the instructed personnel.  

1.5 Devices are connected through the power line plug and power grid, when faults occur or 

dangerous equipment, unplug the power line plug connection to disconnect the device and the 

grid, so the requirements of the power outlet can be conveniently placed in power line plug 

operation place. 

Features 
 Fire prevention , moisture-proof, dust-proof active ceiling speaker. 

 Built-in 4.5W power amplifing circuit, external audio controller.  

 Sensitivity is 92±2dB,max SPL 97±2dB, Effective Freq. Range 300Hz ~ 14kHz. 

 Input impedance 10KΩ, Power voltage is AC220V/50Hz.  

 Weight 1.5 kg，equipped with clamps for mounting convenient. 

 Plastic injection molding, durability, no deformation, no fading. 

 FREQ.RESPONSE                    Connect method                             
 

  

 

 

 

 

 INSTALLATION 

1. Cut a Ø 192mm ~ Ø 196mm installation hole on ceiling as shown above. 

2.The power line red 、blue connect to AC220V, signal line connect  to signal player by volume 
controller. 

    Warning! Don’t connect the signal line to AC220V power! 

3.Adjust the clamps of the speaker system suited for different ply of ceiling: 

Set the tip in upper, middle or lower hole for the ply of over 20mm, 10 to 25mm or under 
15mm respectively. 
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4. Turn up the clamps of the speaker and insert them into the installation hole on ceiling and then 
release them as shown below. Put on your gloves for safe is recommended.  

 

5. Finally，examine whether it is steady.  

Public address System 

Active Ceiling Speaker 

DSP2802 
 

AC220V Signal 

Volume  

controller 

Installation hole 

192-196mm 


