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About the instructions
The instructions are used from the development completion date of the four-way network public
address terminal MAG6463. The instructions include product introduction, precautions
for use, instructions for system connection, instructions for product use, and technical
indicators of the product and other contents of the four-way network public address
terminal. Prior to connection, installation and use, the user shall carefully read the
instructions, and conduct operation according to indication in the instructions.

The instructions with the label on the back panel of the machine are the matters to be notice.
Please conduct use or operation according to these instructions during use.

Please properly keep the instructions in case of need.



Precautions
Please carefully read the following careful prior to operation and use.

Warning
In order to avoid the possible personal injuries, equipment or property loss to you and

others surrounding, please comply with the following basic precautions. These precautions

include but are not limited to the following cases:

Power / power cord

� When the power cord plug is unplugged,

please seize the plug instead of the power cord.

Direct dragging of the power cord may lead to

damages.

� Please do not place the power cord near the

heat source. Do not bend the power cord

excessively, and do not place it at the position

possibly trampled or causing trip.

� The equipment is connected with the electric

network source through the power cord plug.

In case of any failure or danger of the

equipment, connection between the equipment

and the power grid can be disconnected by

unplugging the power cord plug. Therefore, it

is required to place the power socket at the

position convenient for swap operation of the

power cord.

� When the power supply switch of the

equipment is in the "off" state, the machine is

not disconnected completely with the power

grid. The power cord plug shall be unplugged

from the power socket for safety when the

equipment is not used.

Laying position

� Please disconnect the power supply prior to

movement of the equipment.

� In order to avoid panel deformation or

damages to the internal components, do not

place the equipment in the extremely cold or

hot environment with dust or vibration.

� The equipment cannot be subject to water

drop or water splash, and the vase filled with

water and other articles cannot be placed on

the equipment.

Connection

� Before the equipment is connected with

other equipment, please disconnect the power

supply of these equipment firstly. Before the

power switch of the equipment is turned on or

turned off, please adjust all volumes to the

minimum.

� The terminal marked with symbol in the

equipment represents hazardous live, and

operation of connecting these terminals shall

be completed by the personnel guided.
When the abnormal circumstance is realized

� In case of any wear or damage of the power

cord, if the sound is suddenly interrupted

during equipment use, or abnormal smell or

smoke is sent therefrom, the professionals

shall overhaul the equipment.

Precautions for operation processing

� Please do not insert the finger into any gap

or opening of the equipment.

� Avoid any foreign matter (paper, plastic or

metal) from inserting or falling into any gap or

opening of the equipment. If it happens, please



immediately disconnect the power supply.

� Do not press the body on the equipment, or

place any heavy object on it. Avoid

overexertion during button or switch operation

or machine connection.

Please do not open

� Please do not open the machine cover plate

at discretion, so as to prevent electric shock.

� Please do not try to disassemble internal

parts of the equipment or conduct

transformation of any form. In case of any

anomaly, please immediately stop use, and

invite the professionals for overhaul.

Other precautions

� In case of any data loss or damage caused to

the equipment due to improper use or

transformation without authorization, our

company shall not assume any responsibility.

� Illustration in the manual is only used for

instructions, which may be different from the

screen appearing during actual operation of

the device. The real object shall prevail.
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I. Product description

1.1 About MAG6463 wall mount IP speaker

MAG6463 wall mount IP speaker networked speaker is a networked all-digital analog-digital conversion
signal processor with high fidelity speaker based on TCP/IP transmission protocol, so as to realize modern
network display terminal with the overall design of the processor and sound box. Dual network redundancy design.
It can be coupled at any place with access to network. The remote audio data stream can output the audio signal
through the machine, and directly send sound from the sound box with intelligent control of the host machine;
a-way auxiliary audio input is used to connect other audio source device (such as DVD), and a way auxiliary
audio output is used to connect other power amplifiers, so as to expand the power; a MIC interface is used to
realize local paging and so on.

1.2 Performance features

 The IP speaker with the integrated design of networked terminal processor and high fidelity speaker.

 Redundant design of dual network interface, can work across the network segments.

 It can be coupled at any place with access to network.

 It has MP3 decoding play function.

 It supports maximum 48kHz sampling rate 16bit digital audio bit stream decoding.

 2×25W or 1×50W high fidelity digital power amplifier is built in with low power consumption

settings.

 It can play the background music, emergency paging, and alarm signal and so on from the system host

machine.

 It has a way auxiliary audio input port, a way auxiliary audio output port, a way MIC input port, a way

EMC emergency output port and 1-way short circuit output.

 The local output volume and local playing state are controllable.

 Signal state LED indication, working state and information change digital display.

 It can be controlled by the infrared remote controller.

 The source priority and priority depth of the network source, local line source, and local MIC source

can be set freely through the network.

II. Introduction of functions

2.1 Rear panel
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1 Network interface (LAN1/LAN2)

Dual network design, connecting the network switch

2 Color screen on-demand terminal connector

Connect the color screen on-demand terminal connector with 8 core cable; The connection description please
refer to the manual of on-demand terminal

3 MIC interface

Connect the MIC to realize the local paging

4 Auxiliary output interface (AUX OUT)

Connect with the high power amplifier, so as to expand the terminal power.

5 Auxiliary input interface (AUX IN)

Expand the local audio source input, and can connect local DVD \ radio and other left and right sound channel
output.

6 POWER Switch

Press the "I" to open the power supply;

Bounce the "I" to power off

7 RSTAuxiliary Upgrade Key

If the network upgrade crashes, press and hold the auxiliary upgrade key when the power is off, then turn on
the power and release the key after 5 seconds, so as to re-upgrade.

8 100VAudio Input Interface (not opened to the machine)

100V audio signal connected with the third party system power amplifier.
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9 PowerAmplifier Output Port (Speaker)

2×25W digital power amplifiers are built in the machine, and the power of the output port is 25W. It is used
to connect 1 constant resistance (4Ω) sound box.

10 AC 220v power cord

Working power supply
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III. Connection legend

3.1 Schematic diagram of application of MAG6463 in the system

Instruction:
1. Only the schematic description for connection of rough application of MAG6463 speaker is made in the
above figure. For connection of the whole system, please refer to operation instructions for the networked
control host.
2. It is illustrated by examples in the above figure. For specific connections, please refer to the schematic
diagram of system connection.
3. MAG6463 must be connected in the system through the network switch, and the corresponding address shall
be arranged for connection with the host machine.

3.2 Schematic diagram of connection of interface of MAG6463

Except for playing the program of host machine broadcast, the machine is also provided with a way auxiliary

input and a way auxiliary output, so as to connect other audio sources and power amplifiers. The customized
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CD/MP3 PLAYER

REPEAT321

+554 USB

POWER

电源

design can satisfy demands for high power and multiple audio sources on terminal site. The peripheral audio

source and other power amplifiers can be connected in the application with individual demands. The network

audio stream of the machine can realize sound amplification at most public places.

The schematic diagram of interface connection of the machine is shown in the following figure:

MAG 6463 network speaker is with 100V audio input port to access( For example): Audio of fire emergency PA
system or multimedia system. It can play directly through input 100V audio signal by other system.
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IV. Schematic diagram of installation

17
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m

2-M8×50mm膨胀螺栓2-M8×50mm expansion bolt
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Safety Precautions
1. Safety Precautions

 Please do NOT connect this device to the power source, before the system is correctly wired.
 It is important to ensure that input voltage to the device is the same as required voltage of the device,

otherwise the device may be damaged.
 There is dangerous voltage in the device, which may cause personal electric shock. Please do NOT

open the case without permission, to avoid potential risks of electric shock.
 The device is not completely disconnected from power source when it is switched "OFF". For sake of

safety, please disconnect the device from the socket if it is not in use.
 Please do NOT place the device where it is extremely cold or hot.
 Good ventilation must be provided in the working environment of the device, to avoid excessive

temperature during its operation, which may cause damages to the device.
 Please unplug the device from power socket in raining and wet days or if the device is not in use for a

long time.
 Please disconnect the power plug from sockets, to ensure the device has been completely

disconnected from power source, before any component is removed from or re-installed in the device
or before any electric connector of the device is disconnected or reconnected.

 In case of any failure of the device, please do NOT open the case and repair without permission from
a professional personnel, to avoid accident or additional damages to the device.

 Please do NOT place any corrosive chemicals near or on the device.

2. Matters needing attention
 Our company provides a three-year free warranty service (including free replacement parts) over

quality issues as from the date of purchase, provided that the device is installed and used in
accordance with requirements specified in the User Manual.

 For warranty, the user must show the Warranty Card and the receipt kept by the user and purchase
invoice of the device as supporting documents.

 The following conditions are beyond the scope of warranty:
1．Product damage due to improper installation, use or handling;
2．Product damage due to abnormal conditions (such as excessive power source voltage or ambient
humidity);
3．Product damage due to acts of God;
4．Product SN is changed, altered or removed;
5．Product has been repaired or modified by any person without duly authorization from our
company;

 Please keep the User Manual and Warranty Card in good custody.
 For issues and precautions not mentioned in this User Manual, if required, please contact the

distributor or visit our website at http://www.dsppatech.com.
 In case of any failure in the warranty period, please contact service personnel (or distributor) of our

company for service. The company shall not be made liable for damages due to unauthorized
dis-assembly or maintenance or service by unauthorized personnel.

http://www.dsppa.com
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Packing list

No. 清单 数量

1 Network speaker 1
2 Network cable crystal head 2
3 Handle 1
4 4Pgreen plug 2
5 2P green plug 1
6 SY535 cable/3000mm/8 core network cable 1
7 Mounting bracket 2
8 Instructions 1
9 Guarantee card 1
10 Conformity certificate 1

Performance specification

Model MAG6463

Rated output rate 25W × 2

Output mode 4Ω constant resistance

Auxiliary output level ≥900 mV

Minimum source
electromotive force

MIC: ≤5mV (imbalance)

Circuit: ≤350mV (imbalance)

Frequency response 50Hz-18kHz (±3dB)

Total harmonic distortion ≤0.5% (1kHz, normal running conditions)

SNL line input: ≥75dB (WB)

Protection
AC fuse, over-current, overheated, over-voltage, under-voltage, overload,
short circuit

Power AC 220V/50Hz

Rated power dissipation 85W

Outer packing size (mm) (L×W×H) 590×275×390

Machine size (mm) (L×W×H) 310×215×200

Gross weight 11kg

Net weight 4.3kg
Specifications are subject to change without notice



Guangzhou DSPPAAudio Co., Ltd.

Attention
 When the power supply switch of the equipment is in the "off" state, the machine shall not be disconnected

completely with the grid power supply. The power plug shall be unplugged from the socket for safety when
the equipment is not used.

 The equipment cannot be subject to water drop or water splash, and the vase filled with water and other
articles cannot be placed on the equipment.

 Please do not open the machine cover plate at discretion, so as to prevent electric shock. The professional
with professional certificate shall conduct repair if necessary.

 � The terminal marked with symbol in the equipment represents hazardous live, and operation of
connecting these terminals shall be completed by the personnel guided.

 The equipment is connected with the electric network source through the power cord plug. In case of any
failure or danger of the equipment, connection between the equipment and the power grid can be
disconnected by unplugging the power cord plug. Therefore, it is required to place the power socket at the
position convenient for swap operation of the power cord.
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