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Glass Wool Acoustic Ceiling Glass wool, fiberglass felt, plaster edge

Fire(Glass) A(non-combustible)

Environment E

Acoustic >0.96 (NRC) 

Size 595x595x20mm,600*600*20mm,603x603x20mm

1200x600x20mm

Density 110KG/m3

Color Black/white/personalized

Accessory T&L type ceiling brackets

Features Sound absorbent, thermal insulation, flame resistant, anti-

bacteria, easy installation, environment friendly

Application Cinemas, theatres, auditorium,exhibition galleries, studio 

rooms, gyms, and shopping malls



Ceiling System



Fabric wrapped 

acoustic panel

Glass wool, flame retardant fabric, fiberglass felt.

Fire(Glass) A(non-combustible), B1

Environment E

Acoustic NRC>0.9

Size 1800mm*600mm*25mm,1200mm*600mm*25mm ,600mm*600*25

mm,1800mm*600mm*50mm,1200mm*600mm*50mm ,600mm*60

0*50mm, others are personalized

Density 110kg/m3

Application Widely used in all kinds of venues such as the court, cinema, concert 

hall, museum, exhibition hall, library, gallery, gymnasium, 

Auditorium, conference room, studio room, KTV, bar, work plant 

and home.

Features Absorb low, middle and high frequency spectrum acoustic noises, 

fireproof, decorative, dozens of colors and patterns available, easy 

construction

Pattern Color Guide is available please contact us









PET Acoustic Panel Polyester acoustic panel

Fire(Glass) B

Environment E

Acoustic 0.8 (NRC)

Size 2420x1220x9mm, 1200x600x9mm, 600x600x9mm, other 

thickness and size are personalized

Density 205KG/m3, 170kg/m3, 130kg/m3

Color 44 colors

Accessory

Features Sound absorbent, thermal insulation, flame resistant, anti-

bacteria, easy installation, environment friendly

Application Ceiling, wall panel, Cinemas, theatres, auditorium, 

exhibition galleries, studio rooms, gyms, offices and 

shopping malls









Starry Sky Ceiling



Stretched fabric with PVC frames system

PVC frames PVC

LED frame 33mm height,3m/pc

Concave frame 33mm height,3m/pc

Convex frame 33mm height,3m/pc

V-type frame 33mm height,3m/pc

Middle frame 33mm height,3m/pc

Side frame 33mm height,3m/pc

Fabric Flame retardant fabric

Model Z series/D series/A series

Environment E

Width 1.5m

Weight 280-600g/m2

Fire(Glass) A, B



Wall carpet Polyester fiber

Color 11

Environment E

Width 1.5m

Weight 200-800g/m2

Fire(Glass) B

Glass Wool Density

1200x600x25mm 90kg/m3

1200x600x50mm 90kg/m3

1200x600x50mm 32kg/m3

Others Personalized









Fabric wrapped 

acoustic panel 

for screen

Glass wool, flame retardant non-woven fabric

Fire(Glass) B1

Acoustic NRC>0.95

Size 600mm*600mm*50mm ,1200mm*600*50mm

Density 32kg/m3

Application Widely used on the wall behind the screen in cinema, concert hall,  

auditorium, studio room, theatre

Aisle light PVC, Transparent Cap, White Cap

Fire(Glass) B

Color Black frame, transparent or white cap

Size 2m per piece

Application Cinema, theatre, auditorium

Accessories LED strip,  joint, corner connection, bolt

Led color White, Blue,Green,Yellow,Red
Aisle light



Model ST02

Model ST04

Step light Alluminium Alloy, ABS 

Fire(Glass) A

Color Black or personalized

Size 6m, 4m per piece

Light groove Upward, downward, upward and downward

Application Cinema, theatre, auditorium

Features Wearproof, antislip,fireproof,rigid,non-deformation

Accessories ABS end cap, row number, LED strip, LED fiber, joint,row 

number LED

LED color White, Blue,Green,Yellow,Red,Orange

LED style Spot light, Liner Light



PVC Wire Track for step light

Wire 

Track 

PVC

Fire(Glass) B

Color Black frame, black cap

Size 2m per piece

Application Wire box of step light

PVC Stair protecter

PVC Stair 

protecter

PVC

Fire(Glass) B

Color Black 

Size 2m per piece

Application To protect the step angle under the 

chair



Model 1 Polyester  carpet

Model 2 Nylon carpet

Model 3 80% Nylon 20% wool carpet

Flame resistant Available

Weight 800g/m2, 1000g/m2,1200g/m2 etc

Thickness 6mm, 7mm

Application Widely used in all kinds of venues such as the court, 

cinema, concert hall, museum, exhibition hall, library, 

gallery, gymnasium, Auditorium, conference room, studio 

room, KTV, bar, work plant and home.

Features Absorb low frequency spectrum acoustic noises, fireproof, 

decorative, easy construction

Pattern Personalized

Width 4m per roll

Carpet









Our Exhibitions



Customer Visit in Southeast Asia

Famous Cinema Chain in Indonesia Famous Cinema Chian in Thailand Big Contractor in the Philippines

Construction Factory in Malaysia Architecture Company in Vietnam Designer and Contractor in Vietnam



Partners

Emperor ua cinemas

Wanda Cinemas

Jackie Chan Cinema Dadi Cinema



Hengdian Cinemas

Partners

Bingao Cinemas Oscar

MVP Movie OSR Cinemas Red Radiance 



Partners

Bona Jinyi Cinemas HBC

Bestar Cinema Suning Cinema Taihoe Cinema



Partners

Omnijoi International Cinema

Alibaba·Pictures Evergrande CinemasWater Cube

Beijing National Aquatics Center

CGV
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