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PINMED

quality is everything

Company Profile

Pinmed is located in the beautiful sea port city ,Ningbo. and we are
focus on the top quality of medical products to introduce to global
customer. as we have very advanced technical department to do
products design, new innovation and improve our quallty day by day
the engineer team with good education background in USA or in
Germany. and our production line has cleaning room to sure the
products is very clear. also we have strictly quality control system. our
products have CE approved and FDA approved.

We hope we can bring you the best quality in China and bring the
customer more safety and more reliable products.

Quality is everything, we don’t do cheaper quality, we just do the best
quality.

Ningbo Pinmed Instruments Co.,Ltd. 0 .
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Standard Aneroid
Sphygmomanometer

PM 010020001

Color: grey, blue, black.
Test scope: 0-300 mmHg
Precision: +/-3mmHa

Mini scale division: 2 mmHg
Packing: Individual color,
Lealher box packing

Standard Aneroid
Sphygmomanometer

PM 010020002

Zinc alloy or aluminum alloy gauge

Gauge color: gray, blue, black, purple red,

violet, green

0-300mmHg or 20-30CmmHg

Gauge diameter: 52mm

With or without stop pin

Cotton ar nylon cuff, with metal ring

Cuff size: 50.8x14ecm

Latex/PVC /| TPU bladder

Bladder size: 22%12em

Latex /PVC bulb —b\‘
Air-release valve with spring: standard end valve {

Packing: 1pc/artificial leather bag or nylon bag,
S0pecs/carton

Carton size: 56x34x32cm,
Gross weight: 23kgs

Asia Type Aneroid
Sphygmomanometer

PM 010020003

Measure scope; 0-300mmHg

Accuracy: +/-3mmHg

Sub-dividion: 2mmiHg

MNylen cuff with metal ring PVC bladder

and bulb zinc alloy gauge, 105gram

Color: blue, black, grey, green, red,
yellow

Leather zipper bag, 1pcin a leather

bag, then in a gift box
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European Aneroid AT
Sphygmomanometer :

PM 010020004

Color: grey, blue, black
Test scope: 0-300 mmHg
Precision: +/-3mmHg

Mini scale division; 2 mmHg
Packing: Individual color,
leather box packing

Standard
Sphygmomanometer with
Attached Single Head

Stethoscope

PM 010020006

Calor: grey, blug, black.

N Test scope: 0-300 mmHg
Pracision; +/-3mmHg

Mini scale division: 2 mmHg

Packing: Individual color,

leather box packing

European
Sphygmomanometer
Assembling Aneroid with Stethoscope
Sphygmomanometer PM 010020007
PM 010020005 Coalor: grey, blue, black.

Test scope: 0-300 mmHg
Standard coifoqahon: Precision: +/-3mmHg
Nylen D ring (Silk-screen) cuff Mini scale division: 2 mmHg
Adult bladder Packing: Individual color,

Large nylon case leather box packing

Neurolugical hammer
Diagnostic pen light
Toumniguet

Single head stethoscope




Sphygmomanometer
Kit with Rappaport
Stethoscope

PM 010020009

Speoial Aluminium alloy manometer 1019
Shining nylon cuff with D-ring

2-tube adult size PVC bladder

Standard PVC bulb

Deflation valve: 'Push! for rapid deflation,
'screw’ for precise deflafion

Standard Aneroid . Taper Metal net end valve(dust filter)
SPhggmomanometer with _ Colored rappaport stethoscope
Stethoscope Shinning nylon carrying bag

PM 010020008

Zinc alloy or aluminum alloy gauge
Gauge color: gray, blue, black, purple red.
violel, green

0-300mmHg or 20-300mmHg

Gauge diameter: 52mm With or without

s Single Tube

Cotton or nylon cuff, with metal ring g "

Cuff size: 50.8x14om, Palm Type Aneroid
Latex / PVC / TPU bladder Sphygmomanometer

Bladder size: 22x12cm. Latex / PVC bulb
Alr-release valve with spring;

standard end valve

Descriptions of slethoscope:

Aluminum alloy orzinc alloy chestpiece
Brass or aluminum alloy binaural

with chromium plating

Chest piece fixed or not fixed on the cuff
Packing: 1pc/artificial leather bag or
nylon bag,

50pes/carton

PM 010010001

Eleclroplated ABS gauge,

gauge diamater 87mm;

0-300 mmHg or 20-200mmHg
50.8x14cm cotton or nylon cuff with
metal ring 22x12 cm adull single
iube Lalex/PVC / TPU

bladder Latex / PVC bulb;
Air-release valve with spring;
standard end valve

Carton size: 52x41x36.5¢cm, Packing: 1pc/artificial leather bag
Gross weight: 29kgs ornylon bag,

Another packing.24 pes/carton, S0pos/carlon
carton size: 40.5x31.5x29.5cm Carton size: 52x41x36.5cm,

Grossweight: 13.5kgs Gross weight: 23kgs
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Aneroid
Sphygmomanometer

PM 010010003

Two tubes luxury palm-type

Zinc alloy cover chromeplate dia. 6Bmm
Rotary handle and gauge

Fal air release valve

Fasl speed conneclor

Aneroid
Sphygmomanometer

PM 010010002

Single tube Luxury Palm-type

Zinc alloy cover chromeplate dia. 68mm
Rotary handle and gauge

Fat air release valve

Fasl speed connector

Palm Type
Sphygmomanometer

PM 010010005

Measure scope: 0-300mmHg

Accuracy: +/-3mmHg

Bladder: PVC/LATEX bladder (22x12cm)
one lube

Aneroid gauge: ABS Plaslic case,

OD BSmm)

Sub-division: 2mmHg

Cuff; Nylon with Dring
(silk-screen)d8x14 or 51x14 cm
Carrying bag: Nylon zipper case
Color available: Blue, black, gray,
green, red

Palm Type
Sphygmomanometer

PM 010010004

Measure scope: 0-300mmHg
Aceuracy: +-3mmHg

Bladder: Adult PVC / LATEX bladder
(22x12cm) one tube

Aneroid gauge: ABS Plaslic case,
0D 69mm

Sub-division : 2mmHg

Cuff: Nylon/Cotton with Dring
(silk-screen)48x14 or 51x14 cm
Cairying bag: Nylon zipper case
Color available: Blue, black. gray.
green, red
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Stand Type Aneroid
Sphygmomanometer

PM 010060002

Gauge color: black, or other colors specified by customers
Square gauge, size: 155x155mm

front and rear adjustable for easy reading

0-300 mmHg or 20-300mmHg

Aluminum alloy stand tube,

height adjustable frem 97 to 126cm

50.8x14em colton or nylon cuff with metal ring
22x12 cmadult dual tube Latex /PVC [ TPU bladder
Latex/ PVC bulb;

Air-release valve with spring; standard end valve
PVC coil tube 1.5:m lonhg

Stand Type Aneroid
Sphygmomanometer

PM 010060001

Measure scope: 0-300mmHg
Accuracy: +/-3mmHhg

Sub-division: 2mmHg

Column: Aluminum column adjustable
from 80-125¢cm

Caster: 5pes plastic caster with brakes
Spring tube: 2m

Cuff: nvlon/cotton cuff 54x14.5 cm
Bladder: adult PVC/LATEX two tube
bladder 22x12cm

Bulb: PVC/LATEX Bulb with both valves
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Stand Type Mercurial
Sphygmomanometer

PM 010060003

Measure scope; 0-300mmHg

Inner diameter of glass tube 4,2mm

5 caslors with brake

Stainless steel tube,

height adjustable from 108cm to 147em

50x14cm cotton ornylon cuff without metal ring
22¥12cm adult dual tube Latex / PVC ./ TPU bladder
Latex /PVC bulb

Air-release valve with spring; standard end valve
PVC coil tube 1.5m

Packing: 1pc/carton

Carion size: 50.5x47 5x18.5cm, gross weight: 6.5kgs

Stand Type Mercury-free
Sphygmomanometer

PM 010060004

Minimal scale: LCD column: 2mmHg(0.26kpa)
Nurnerical display: 1mmHg(0.13kpa)
Measure scope: LCD 0-280mmHg(0-37kpa)
Numerical display: 0-300mmHg(0-40kpa)
Available discrepancy: +/-3mmiHg(+/-0.4kpa)
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TN Desk Type Aneroid Desk & Wall Type .
P A 160 g TN Sphygmomanometer Double Function Aneroid
A Sphygmomanometer with
MO ]
PM 010030001 Single Head Stethoscope
Round gauge with 172mm diameter = .
"' g g Gauge color: b[ue‘ P."II {}10{) ) ()0{}.?
/ or other colors specified by customers Gauge color:black,
front and rear not adjustable ar other colors specified by customers
0-300 mmHg or 20-3200mmHg Square gauge, size 155x155mm
50.8x14cm cotton or front and rear adjustable for easy reading
nylon cuff with metal ring 0-300 mmHg or 20-300mmHg
22%12 cm adult dual tube 50.8 x14cm cotton or nylon cuff with
latex IPVCITPU bladdar metal ing 22x12 cm adult dual tube
Latex ! PVC bulb: Latex /PVC /TPU bladder

Latex /PVC bulb;

Air-release valve with spring,
standard end valve

PVC coil tube 1.5m leng

Air-release valve with spring:
slandard end valve

PVC cail tube 1.5m long
Packing: 1pc/box, 12 pcl/ecarton,

Carton size: 72?‘68’.‘3:7"””‘ Descriptions of stethoscope:
Gross weight. 18kgs Aluminum alloy or zinc alloy chest piece
! Brass or aluminum alloy binaural with
chromium plating
Chesl piece fixed or not fixed on the cuff

Packing: 1set/box, Z0sets/carton,
carton size: 85x39x37cm,
gross weight: 24 .5kgs

Wall Type Mercurial Mercury Free
Sphygmomanometer Sphygmomanometer

PM 010070001 PM 010050001

(0-300mmHa Minimal scale: LED column: 2mmHg(0.26kpa)

Inner diameter of glass tube 3.5mm
Big size baskel to put the cuff and bulb
Color: blue, gray and black

Stainless steel [ube height adjustable
from 108cm to 147cm

50.8x14cm cotton or

nylon cuff with metal ring

22x12cm adult dual tube

Latex / PVC / TPU bladder

Latex [ PVC bulb

Air-release valve with spring;
standard end valve

PVC coil tube 1.5m

25¢m short PYC fube with connector
Packing: 1pc/bex, 20 bexes/cariorn
Carton sjze; 41x40x46cm,

gross weight: 8.5kgs

Numerical display: TmmHg(0.13kpa)
Measure scope: LCD 0-280mmHg(0-37kpa)
Numerical display: 0-300mmHg(0-40kpa)
Available discrepancy: +/-3mmHg(+/-0.4kpa)
Pulse rate:30-200Min, +/-5%

Bladder and bulb: Latex / PVC
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Mercury Free
Sphygmomanometer

PM 010050002

Minimal scale: LCD
column:2mmHg(0.26kpa)
Numerical display:
TmmHg(0.13kpa)

Measure scope:

LED 0-300mmHg(0-40kpa)
Numerical display:
0-300mmHg(0-40kpa)
Available discrepancy:
+/-3mmHg(0.4kpa)

Pulse rate: 20-200Min, +/-5%

Desk Type Mercurial
Sphygmomanometer

PM 010040001

Measure scope: 0-300mmHg
Available discrepancy: +/-3mmHg
Sub-division: 2mmHa
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Desk Type Mercurial
Sphygmomanometer

PM 010040002

Measure scope: 0-300mmtg
Available discrepancy: #/-3mmHg
Sub-division: 2mmHg




Stethoscope

Single Head Stethoscope
PM 010110001

Material; Aluminum or Aluminium alloy
or Zinc alloy chestpiece,

standard single PVC tube,

color is optional.

Tpecin a polybag,

then in a gift box

Single Head Stethoscope
PM 010110002

Oxided or anodized aluminum
chesl piece

Brass chrome plasted binaural
plastic eartips

Tubes colours available:

Red, black, green, yellow, blue
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Dual Head Stainless
Steel Stethoscope

PM 010110003

Chest plece:slainless steel

Ear piece: stainless steel

Ear tips: soft

Y-tube: PVC

Packing: up-dewn box foaming packing
Color; black,blue,grey,red

Dual Head Stethoscope
PM 010110004

Material: Aluminum or Aluminium alloy
or Zinc alley chestpiece,

standard single PVC tube,

coloris aptional.

1pe ina polybag,

then in a gift box

www.china-pinmed.c

Luxury Dual Head
Stethoscope

PM 010110005

Chest piece: Aluminum;

Ear piece; Brass

Non-cold protect fing: Yes;

Ear tips: Soft

Y tube Color: Red, green, yellow,
pink, black, blue elc

Infant-Neonatal
Stethoscope

PM 010110006

Material: Aluminum or Aluminium alloy
or Zinc alloy cheslpiece,

standard single PVC lube,

Anti-chill ring is oplional

1pcin a polybag,

then in a gift box

O
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Fetal Stethoscope
PM 010110008

Gynecological Silver chesipiece.
Zinc alloy chestpiece,

good sound conduction.

Standard biack dual PVC tube,
well-sealed dual sound conduction
channel, good resistance to ambient
interference.

High quality rolled steel connecling
spring, reasonable tightness.

Infant Stethoscope
PM 010110007

Chesl piece:Brass
Ear piece: Brass

Cardiologc?r Stainless Steel
Dual Head Stethoscope

PM 010110009

Chest piece: Stainless steel
Y-iube: PVC Ear Piece: Stainless steel
Color: black, grey, blue, red, green Ear tips: Soft

yellow, pink etc Y-tube: PVC
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Special Zinc Alloy
Cardiology Stethoscope

PM 010110010

Silver dual head chesipiece for
cardiology diagnosis, the @48mm
membrane is sensitive for

sound collecting.

The small, deep, cone-shaped
chesipiece is used for auscultaling

of cacaphony. as well as slight and low
frequency sounds.

The two-in-one PVC tube system is
great for sound conducting.
Considerate dual anti-chill ring design
for avoiding cold shock.

Silicone ear tip makes the
auscultation clear and comfortable.
Delicate design and compact size.
Comfortable and flexible binaural,

Sprague Rappaport
S eth%scopg e

PM 010110011

Silver dual-membrane chesipiece:
the big membrane with diamster
45.5mm Is sensitive for sound
collecting, while the small membrane
is applicable for child,

Zinc alloy chesipiece, excellent sound
conduction, little acoushc allenuation.
Standard dual PVC tube,

well-sealed dual sound conduction
channel, good resistance to ambient
interference, color is optional.

High quality rolled steel connecting
spring. tightness is reasonable.

Three plastic black bells of chestpiece
are applicable for auscultating

from adull to neonatal, embryocardia or
cacophony of vas; two pair of ear tips
with different hardness;

two different size spare membranes.
The attachad transparent multi-pocket
bag includes.
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Stethoscope with Clock
PM 010110012

Aluminum chestpiece with a wide range
of tubing colors that match

non-chill rings diameter of head: 47mm.
comes with inner-spring

binaural tubing special binaural design
to suit ear structure

the head with clack fram JAPAN

clear PVC zipper case or box

The Rappaport Stethoscope
with Clggk P i

PM 010110013

The rappaport stethoscope
with two head (adult and chijld )
ahe clock head

with complete spare part bag
with foeam box packing
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Luxury Single Head
Stethgscopge

PM 010110015

Luxury single head stethoscope
Chest piece: Zinc Alloy

Ear piece: Brass

Non-colid protect ring: Yes

Ear tips: Soft

¥ tube Color: red, green, yellow,
pink, black, blue etc

I
# - i |
Clock Rappaport
Stethoscope
PM 010110014 \ -
Clock function, patented design. %
Patent number: 01334380.7
Silver single membrana chestpiece: :
the @45.5mm membrane is Teacr]mg Type
sensitive for sound collecting. Hospltal Use Stethoscc’pe
Zinc alloy chestpiece, good sound PM 010110016

conduction, little acoustic attenuation. : :
High quality rolled steel connecling spring, _ Chest piece: Aluminum
fightness is reasonable. ; Ei;gﬁg%%fass
Accessories bag is included. Ear l'l|)-S:ABS

Transparent PVC bag packaging Tubing Coler; red, yellow, blue, purple
or gift bax packaging, pink, black, blue. grey etc
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Reflex Hammer
P.-"L-'I_ 010120001

Soft plastic handle with copper head,
silicone ring

Hammer
PM 010120002

Nylon handle,
zinc alloy+silicone head,
colour available

Hammer
PM 010120003

Neurological

zinc alloy+silicone head,

H a m m e r colour is nptional
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Bowling-shaper Hammer Hammer
PM 010120004 - PM 010120007
Zinc alloy handle, PVC head, ' Slainless steel handle, PVC head.

Diagnostic pin can be screwad off
conveniently in the head while diagnostic
brush can be laken off in the end

colour is optional

-.-’AD.‘._-; b

Wartenber Hammer

Pinwheel Hammer PM 010120008

PM 010120005 Nylon handle,

Zinc alloy handle, copper head zine alloy+silicone head,
== colour is optional

Multifunctional B Chopper-shaped Hammer
Reflex Hammer _ n .
: . PM 010120009
PM 010120006 ‘ -\ Zncs
- ne alioy handle,
Stainless handle, PVC head, ™ sllicone head,
colour is optional . N colour is _q_ptional
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Gristle Hammer
PM 010120011

ABS handle with rubber painting,
FVC head,
colour is optional

Taylor Hammer
PM 010120012

Zinc alloy handle,
PVC head,
colour is optional

Hammer Fancy Hammer
PM 010120010 PM 010120013
Nylon handle, ABS handie,

PVC head,

zinc alloy+silicone head,

colour is optional colour is optional




Babinski Hammer
;,“I ,'—] J .!J ;I.i :',v ‘-_1 l'f’ :f ‘1_|

Zinc alloy handle,
PVC head,
colour is optional

Hammer
PM 010120015

Copper handle with rubber painting,
PVC head,

colour Is optional

Diagnostic Kit
PM 010130001

Diagnostic Kit

] T N107200N0
LM O1015000:
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Dignostic Pen Light
PM 010140001

2= NAA batteries used;

Aluminum alloy shell

LED bulb is used

Super operation time: 10,600 hours

Dignostic Pen Light
PM 010140002
2xAAAbatteries used,

ABS shell;
Color is optional

Dignostic Pen Light
PM 010140003

2xAAA batteries used;
ABS shell;
Color is optional
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A Dignostic Pen Light Dignostic Pen Light
' PM 010140004 PM 010140007
2xAAA batteries used,

Aluminum Alloy shell with painting
Coloris optional

Flat mouth head protects the bulb
from damage
2xAAA batteries

Stainless stee shell

Dignostic Pen Light
PM 010140005

2xAA batteries make durable use
Big size Aluminum Alloy shell with
mltiple painting

enables good handle;

Color is optional

S

L
Dignostic Pen Light _ R
PM 010140006 | ?:19?37;}05?;0 1
igmg;ﬂﬂﬁes e ;o | 'Di_eﬁsgnoslic_penw‘-spamia clip
Color Is optional _ Ir' [‘. : ' +plastic spatula
T




Otoscope &
Ophthalmoscope

Dignostic Pen Light
PM 010160001

2xAAA batieries used:;
ABS sheall;

Color is optional

Dignostic Pen Light
PM 010160002
2xAAA hatieries used:

ABS shell;
Color is optional

Otoscope
PM 010170001

1. Alright seal

2 Distal fiber optic llumination with LED
technology

3. Homagenous illmination of ear canal
and tyrpanum

4. Anfi scratch glass viewing window
with 3"magnification

5. Durable and easy to clean

6. The clip with integrated on/off switch

7.4 sizes of reusable tips

8. 2XAA batteries used

! I'u;'L—|'.I.".':':.'.-_'-;": Cl

3




Otoscope

A 91 7} NS
PM 010170004

Otoscope
4 J,‘.'wj { J: '(.»‘I.’l .:‘ I-.Nﬁ.lif.:\_'_;

Optic otoscope+Otascope head
+Tips+2XAAA batlernes

Optic otoscope+Otoscope head+Tips
+Blue filler+Spatula clip
+Spatula+2XAAA batteries

Otoscope

PAX NTODT 78002
..-'.).'!11‘.';’.:!'-" o

Optic otoscope+Otoscope head
+Blue filter+Spatula dip
+Spatula+Ear pick+2XAAA bailsries

Otoscope

PM 010170005

Optic oloscope+Otoscope head
+Tips+2XAAA batteries
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Otoscope
PM 010160003

The high performance of Li-ion power
supply system,

Charging with computer and adapter
LED lighting technology

Large viewing window.

Durable and easy/lo clean

The ear canal and eardrum unifarm
illumination for fiber optic system.

4 sizes of reusable tips

Otoscope
PM 010160004

1. Distal fiber optic illumination with LED
technology.

2. Hemogenous illumination of ear canal
and tympanum,

3. Clear and scratch-resistant viewing
windows with 3xmagnification.

4. Four tips:2.4mm,3mmdmm,Srmm;

5. Four colors are optional: black, purple,
blue, green

6. The clip with integrated on/off switch.

7. Ergonpiric design with painless
insertion to the ear cannel.

8. Economic Design.

Otoscoi)e and
Ophthalmoscope Kit

PM 010190001

Otoscope and ophthalmoscope
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Otoscope
PM 010160005

1. Large viewing window,

2. Airtight seal.

3. Distal fiber optic illumnation with LED
technology.

4. Homogenous illumination of ear canal
and tympanum,

5. Anti- scratch glass viewing window
with 3xmagnification.

8. Durable and easy to clean.

7. The clip with integrated onvoff switch,

8.4 sizes of reusable tips.

9. 2xAA batteries usad.

Ophthalmoscope Tourniquet N,
PM 010180001 PM 010200001
1. XHL Xenon Halegen Technology used With ABS bution

2. Durable and easy to clean.

3. 2xAA batteries used.

4.5 different aperiuras.

5. Range of ienses: -20 Dto +20D

Matenal of belt: Terylene+elastic latex
Colour: Blue, red. whité black, vellow.etc




Digital Thermometer
PM 010210001

1) Display range: 32.0~42.0"C/80,0~-107 6F
2)Accuracy: £0.1°C/+0.2'F
3) Electronic Digltal(Clinical)Tharmometer
Min. scale: 0.1
&) Measuremant ime (referénce anly, itdiffers
Irain peaple lo peaple):
a) 60+10 seconds in oral
b) 100420 sacunds underarm
5) Eleatronic Digital(Tlinical)
Tharmomeler Bespear function
8] Electrenic Digital(Clinical)
Thermometer Auto shut-off
7) Battary: 1.5V button battery (LR/SR-<41)
8) Memory: last measuring reading
8) Size: 127 x 18 x 10mm
10) LCD: 17,58 x 7,5mm11) N,W.; 10.5¢

&

Digital Thermometer
PM 010210002

1) Display range: 32:0~42.0°C/80.0-107.6°F
2) Accuracy: 20.1°C/£0.2'F
3) Min. scale: 0.1
4) Mzasurament lirme (reference only, it diffsrs
from people o people).
a) 60210 seconds in oral
b} 100+20 seconds undararm
5) Besper functiaon
B)Auto shut-aff
7) Battery. 1.5V button batlery (LR/SR-41)
8)Size: 122 x 17 x 10mm
9)LCD: 20 x 7,5mm
10) N.W.: 9.5g
11) Mamory: tasl measuring reading

@
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Digital Thermometer
PM 010210003

1) Display range: 32.0~-42.0°C/90,0~107.6°F
2)Accuracy: 20.1°C/20.2°F
3)Min. stale: 01
4) Measuremeant time (refarance only,
it differs from pecple to people);
a) 60410 seconds Inoral
b) 100£20 seconds underarm
5) Transparant Digital Thermometar
Baaper function
B) Transparant Digital Thermometar
Auto shul-off
7) Battery: 1.5V bulton baltery (LRISR-41)
B)Size: 127 x 18 ¥ 1Dmm
9)LOD: 15.5% 6.5mm
10) MW 10.50
11y Memory: last measuring reading

O
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Digital Thermometer
PM 010210004

1) Display range: 32.0~-42.0'C/80.0-107 8°F
2)Accuracy: £01 CHD.2'F
3)Min. scale: 0.1
4) Measurement fime (reference only,
it differs from people to people):
3) 60410 seconds in cral
b) 100420 secands underarm
5) Beaper function
&) Auto shul-off
71 Battery: 1 5V button battery (LR/SR-41)
8) Size: 126 x 18 x 10mm
9)LCD: 16.5 xTmm
10) N 10g
11) Mamory: last measuring reading

Digital Thermometer
PM 010210005

1) Display range:
32.00-43.00"Cra0.00-105.40"F
2)Accuracy: £0.1°C/0.2°F
3)Min. scale: 0.01 )
4) Measurement time (reference anly,
it differs from people o peopla);

a) 60410 seconds (aral)

bl 100420 saconds (underarm)
§5) Beaper function
6 Auto shut-off
7) Battery: 1.5V button battery (LR/SR-41)
8) Size: 127 x 18.x 10mm
A)LCD: 15:5 x8.5mm
10)NW.:10.5g
11) Memory: last measuring reading

"

Digital Thermometer
PM 010210006

1) Display range: 32.0~42.0°C/80.0-107.6'F
2)Accuracy: 0. 1°CIz0.2°F
3) Min. scale: {).1
4) Measurement ime(refarancs only,
it differs from peogie o peopile).
a)60£10 seconds in oral
1) 100420 seconds underarm
5) Beeper function
&) Auto shut-off
7)Baltery: 1.5V butlon baltery (LR/SR-41)
@) Size: 133 x 18 x 18mm
9)LCD: 20 x 7mm
10)NW.-9.0g
11} Mamory: last measuring reading

Waterproof
Digital Thermometer

PM 010210007

1) Display range: 32.0~42.(C/30.0~107.6°F
2)Acturacy; 0. 1'C/40.2°F
3) Eleatronic Digital(Clinical) Thermometer
Min. seale: 0.1
4) Measuremgnt ime (referance only,
it differs from peaple to people):
a) 60210 s2conds in oral
b) 100420 secondds undararm
51 Electronic Digital{ Clinical)
Thermomaler Beeper funclien
&) Elactronic Digital{Clinical )
Tharmomzler Auto shut-off
7) Ballary. 1.5V bulton batlary (LR/SR-41)
81 Mernory: last measuring reading
9) Size: 127 x 1B X 10mm
10} LCD 17 62 F.56mm . [ |

T NW.210.5g ) i !.!

Digital Thermometer

PM 010210008

1) Display range: 32.0-42.0°C/90.0=107 8'F
2)Accuracy: 20.1°Cr:0.2°F
3)Min. scale: 0.1
4) Measurement lime (referance onfy,
It differs froin peaple lo peaple):

a) 60210 secondsin oral

b) 100220 seconds underarm
5) Beepar function
6)Auto shut-off
7) Baltery: 1.5V bulton hallery (LR/ISR-41)
8] Memory: last measuring reading
9) Size: 126 x 18% 10mm
10YLCD: 20 x Tmm
MM W11 8g

Digital Thermometer
PM 010210009

1) Display range: 32.0~42.('C/20.00~107.6'F
2) Accuracy; 20.1°C/40.2°F
3)Min. scale: 0.1
4) Measurement lime (reference only.
It differs frain peaple lo paaple):
a) B0+10 seconds in oral
b) 100£20 sseonds undararm
5) Beepar function
6) Auto shut-off
7) Ballery: 1.5V butten batlery (LR/ISR-41)
8) Size: 143X24X15.5mm
9)LCD: 31 x14mm
10) N.W.:18.89
11) Memory: last measuring reading
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Digital Thermometer
PM 010210010

1) Display range: 32,0-42.0'C/80.0~-107 8F
2)Accuracy: 20.1°C/I20.2°F
3) Min. scale: 0.1
4) Measuremeant time (reference only,
itdiffars from people to people):
a) 1021 seconds in rectal
b) 1742 seconds:in aral
¢} 2613 seconds underarm
5)Beepar function
@) Auto shui-off
7)Baltary: 1.5V bulton battary (LRISR-41)
B) Size: 134 x 22 x 14mm
9)LCD: 20 x7mm
10) N.W.212:5g
1) Memaory: last measuring reading

Character
Digital Thermometer

PM 010210011

1) Water-prool&Flexible Tip
2) LCD size:20%7mm

3) Unit extermnal Dimenstons: 150.8x26x19mm
AN W16.7g

§) Display rang!32.0~42.0°C/89.6~107 8°F
6)Accuracy:+0.2°C/+0.4"F
7Y Min scate:0.1°Cl0.1°F
§) Response:b() Seconds

Character
Digital Thermometer

PM 010210012

1) Display range: 32.0~42.0'C/80.00-107.6°F
2)Accuracy; 20.1°C/20.2°F
3) Min. scale: .1
4) Maasurement fime (reference only,
it differs from peogle 1o pesple).
a) 60220 seconds in aral
) 100420 seconds underanm
5)Beeper function
8)Auto shut-off
7)Battery: 1.5V butlon battery (LR/SR-41)
B) Size: 150.8x26%19mm
9)LCD: 20 x7mm
1) NW.18.7g
11) Memory: [ast measuying reading
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Character .

Digital Thermometer e P

PM 010210013 w

1) Water-proof&Flexible Tip ‘\\_ =

2) LCD size,20x7mm \ -

3) Unitexternal Dimensions:150.9x26x19mm i

4) N:W:iB.7g

5) Display rang:32.0~42.0°C/89.6=107 §°F
8) Accuracy +0.2 °C/£0.4°F

7) Min scale:0.1 °CI01°F

8) Response:60 Seconds

Character
Digital Thermometer

PM 010210014

1) Walar-proof&Flexible Tip
2) LED size:205Tmm

3) UnitextemalDimensians: 150.9x26x18mm
4) NW:1B.7g _

5) Display rang:32.0~42 0°C/B9.6~107 B°F
8) Acouracy:20 2°C/x0.4°F
7) Min scale:0.1 °CI0A°F
8) Response:60 Saconds

Baby Pacifier
Digital Thermometer

PM 010220001

1) LCD display easy to read _ '
2) Measuring rang from32 Degree Celsis to

3)42 Degree Celsius (82.6°F lo 111.2°F)

410.1 Degree Celsius accuacy and

fastrespunse

5) Beep alarm when peak lemperalure

is reached

B8) Mamary [or last measurement

T1 Weight :Approx. 14g {including battery)
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J Infra-red

Ear Thermometer
PM 010230001

e 1) Display range: 34.0~-44.0"C/93,2~111.2"C
4 7 2) Accuracy: +0.2°C/+0.4°F
s /i 3)Min. scdle- 0.1
14 4) Memory: 10 memaries
y F 51 Measurement Ume (reference onlyl 1 secolid
I o 6) Beeper function
. T1Auto shut-aif ( 1min afteridle)
8) Battery: 3V, Bullen batlery(LR/ICR 2032)
9) Battery life; approx. 4,000 takes
10) Dimensions: 110 % 35x 35mm
1) NWE36q (Including batteries)
12) Safe and hyaienic
13) Easy-clean and caver fres dasign

Infra-red
Ear Thermometer

) PM 010230002

1) Bisplay range: 34,0-44.0'C/23.2-111.2'C
2)Accuracy: +0.2°CLe0.4"F

3) Min. scdle- 0.1

4) Memory: 10 memaries

5) Measurement tims (relsrerce only); 1sacond
6) Beeper filnction

Ty Auto shut-aff { 1min afteridle)

8) Battery: 3V, Bullen batlery(LR/CR 2032)
9) Batlery life: approx. 4,200 takes

10) Dimensions: 118% 28.5 ¥ 27mm

1) N.WC3Bq (Including batleries)

12} Safe and hygienic

13) Easy-clean and caver free dasign

Infra-red
Ear Thermometer

PM 010230003

11 10 memary

2) Feveralarm

3) Low battery indicatar
4)Auto shut-off

5) Fast rasullin 2 seconds
B) Dual Scale. switchabie
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Infra-red
Ear Thermometer

PM 010230004

1) 10 memary

2) Backlight-Optional

3) Fever alarm

47 Low battery indicator
5)Atlto shut-off

B) Fastresultin 2 seconds
7) Dual Scale, switchable

Infra-red
Forehead Thermometer

PM 010240001

1) Display range: 34.0~44.0°C/93.2~111,2°F
2)Accuracy: 40.3°C/ £0.45°F

3) Min.scale: 0.1°CI01°F

4) Memory: 10 memolies

5) Measurement time

(reference anly): 1 sacard

8) Infrared Forehiead Thermometer
Beeperwaming

7) Automatic power off

B) Battery: 3.0V(AAAx2)

9) Dimensions: 140%35x35mm
10) N:W.: 70g (including batterjes)
111 Safe and hygienic
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Infra-red
Forehead Thermometer
PM 010240002

1IMultiple USE: . farehead temperatura
meaasuring; b.objsct tamparalire measuring:
c.ranm termperatlire measuring
2) Display Range & Accuracy,
-3, forehead temperalure: 32-42.9°C, 40.3"C.
b. object temperature: 0°C-60°C, +1°C;
‘c. roam temperalife: 040"C, £0.5°C
3} Mini scale: 0.1°C
4] Measuringtime: =1s
§) Operatjon environment: (1040)y°C,
{10%-85% RH
6) Mgasilfing distance: 1em-3cm
7} Reading store: 32 memornies
8] Battery: 3.0V (AAA%Z)
9) Auto shul-down: 1 minute
10) Unit weight: 66 g
11) Bize; 156x4535mm
12) "G/ °F swilchable
13) Threa colars Backlight display for
diffarent tamperalure range
14} voice broadecast

Infra-red
Forehead Thermometer
PM 010240003

1) Multiple USE: a. forehead lamperatura
measuring; b.object temperature measuring;
c.roum termperalure measuring

2) Display Range & Accuracy:

b object tamparature: 0-80°C"C, £1°C;
c. room lemperature. 0-40°C, 20.5°C
3) Mini seaie: 0.1°C
4) Measuring time: <1s
5) Operation envircnment: (10-40)°C.
(10%-85%)RH
6) Measuring distance: fem-3cm
7) Reading store: 32 memorias:
8) Battery. 3.0V (ABA%2)
9) Auito shut-down: 1 minute
10) Unit weight: 85 g
11) Size: 158%45=35mm
12) *C I =F swilchable
13) Three colors Backlight display far
different temperature range

a forehead temperature: 32-42.9°C, 20.3°C.

95
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— Sphygmomano
-meters

Blood
Glucose Mauitor
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Blood Glucose Monitor
PM 040060001

1) Tul samll blood sample

2) 5 secands measuring ime

3) 360 reading mamaories

4)7,14,28 day average

5)Alarm clock reminder

6) Switchabel dual scale.in mag/dL and
mmal/L

7) Auto power off

8) Dulluxe carry case
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Electronic

Sph_;_!_g_momanometers

PM 010080001

1) Digltal errar messaoes

2} Extra large display
F)Automatic off

4) Memaory steres 120 readings
5) Date/Time slamp

6) Deluxe carry case

Blood Pressure
Monitor Wrist type

PM 010080002

1) Bigital #rror massages

£) Extralarge dispiay
3)Automatic off

4) Memary stores 120 readings
5) DateTime stamp

6} Baluxe carry case

Blood Pressure
Monitor Wrist type

>M 010080004

1) Digital error messagas

2) Extratarge display
3)Automatic off

4) Irregular hearibeat detection
) Mamory sloras 2X60 reading
6) Date/fime stamp

7) Deluxe carry casa
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Blood Pressure
Monitor Wrist type

PM 010080003

1) Automatically inflate te preper pressure
when necessary

2) 90 sats of memornes

3) Display of systolic pressure, tiastolic
pressure & pulse rate simultansously
4yAutomalic power off after 3 minules of
no operation

5) Low baltery indication

G) One-touch operation
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Blood Pressure
Monitor Upper Arm Typel.

PM 010090001

1) Digital error messages
2) Exlre large display
.-| 3) Automatic eff
4) Irreqular heartbeal delection
J‘ ) Memory stores 4X30 readings
) Date/Time stamp
7) Deluxe carry case:
B)AC adapter port.
9)Average Last 3 resulis

Blood Pressure
Monitor Upper Arm Type

PM 010090002

1) Compact and fliant design

2) 90 sets of memorias _

3) Average value for the latast 3 readings:
4) Display of systofic pressure, diastolic
pressure & pulse rate simultaneously

5) Aulomatic power off after 3 minutes

of no operation

6) Low battery indicalion

7) One-touch operation

www.china-pinmed.com

Blood Pressure
Monitor Upper Arm Type

PM 010090003

1; Extrajarge LD display
2) Two users with 90 sets of memory

each
3) Averags Tor the lates! 3 reading
4) Date & Time display
5) WHO blood pressure classification
indicabion
6) IHB detectable
7) Automalic power off after 3 minutes.
of no aperation
8) Error and low battery indication

Blood Pressure
Monitor Upper Arm Type
PM 010090004

1) Exlrarlarge LED display and back light
2‘ ve language voice prompt
3) Voice valume adjustable

4) Two users with 90 sets of memory each
5) Average {ar the latest 3 readings
6) Date & lime display
7) WHQ bload pressure classification
Indication i
8) IHB detectable

omaltic powar eff afier Iminutes

araliof
end Law Battery Infarmation

ﬁ\-’
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Blood Pressure
Monitor Upper Arm Type

PM 010090005

1) Extra large LCD display with backlighl
2) Five Language voice adjustable

3) Two users with 80'sets of memaory each
4) Date & Time display

5) WHO blood pressure classificalion
Indication

6) IHB liregular Hearl-Bealdelaector

Blood Pressure
Monitor Upper Arm Type

PM 010090006

1) Digital errar messages

2) Extra large display

3) Automatic off

&) Irreguiar heartbeat detaction
5) Memory stores 2X60 readings
&) Date/Time stamp

7) Deluxe carry cass

8)AC adapter pori

9) Average Lasl 3 résulls

Fully Automatic
Blood Pressure Measure

PM 010090007

1) The Electronic Sphygmomanometer stores
the measure resulls of three users automatically
and up to 100 lems for every user,

2) Three kinds-of measura modes

adull, pediatric and neonatal.

3) By data review intarface such as “data list”,
"rend graph”,"big fon!”, NIBP data is clear
ataglance.

4} With SpO2 measurs fuhction

(with ophional SpO2 probe)

5) Has the function of physioloygical alarm.

8) Screen displays prompl message when
the power s low

7 ) With shart-time powsr storage function
8)Supply two kinds of MIBP. measura unil;
mmiky [ kPa

9) Store measura resulls with dale and time
10) High-definition color LCD display
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Blood Pressure Monitor
Upper Arm Type

PM 010090010

1) Backiighting in 3 differenl colors
(LD-516 only}

2) Intelligent Inflativh (LD-518 anly)
3) Battery: AAAx4 (LO-518 anly)

4) One-hand use comfortable

§5) 90 sets of memory

£) WHO bload pressurs classification
indigaticn

7) IHB delectable

8) Automatic power off after 3 minutes
of no opearation

9) Error and low baltéry indlcation

10) One-tolch operation o record

the measurement result

= 1018 1) Depressurizatian: Aulematic Constant Speed Exhaust
FU“ aUtO Dlgltal » E}Prapssure Delection: prassure sansor
Blood Pressure Monitor 3) Methad: Oscillometry

4) Measurement Rangs: 0-300mmHa (pressure) 40-200Pulse/min (Pulse)

PJ‘! 0] {)090{}08 5) Operating Environment: +57c- +40%c; 30-85%RH
§) Date Memory: 21sets (Blood Pressure /Pulse/DatefTima)
7) Storage Environment: -207¢- +55%¢, 10-95%RH
8) Accuracy: +/-3mmHug.+/-0 4kPa +/-5% (Pulse)
8)Pressurization: Intelligent Automatic Pressurization
101DImensions: 150mmX93mmXE5Smim

o T 1) Dapressurization: Auternatic Constant Spead Exhaust
Fu" aUto D‘gltal = 2; Pressure Datection: pressire kensor P
Blood Pressure Monitor 3) Method: Oscillomietry
r 4) Measurgment Range: 0-300mmHg (pressurs) 40-200Pulse/min (Pulse)

P‘(‘d 0]0090009 5) Operating Environment: +5%¢- +407%¢; 30-85%RH
G) Date Memaory :B0sets (BRPULSE/DATETIME) M1/M2, 30sels each,
lwo memory zone
7) Slorage Environment; -20°c- +55%¢; 10-95%RH
g)Accuracy: +~<4mmHa(+/-0 5kPa) +/-5%(Pulsa)
9) Prassurization: Intelligent Autornatic Pressurization
10) Dimensions: 135mmX93mmX5S8nnm
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Aluminum Alloy
Wheelchair

PM 050010001
1. Chrome-plated/spraycoated frame
2. Fixed footrest and armirest

3. Oxfordfimitation leather seat cushion
4. Solid castor and pneumatic rear wheel

Aluminum Alloy
Wheelchair

PM 050010002

1. Chrome-plated/spraycoated frame

2. Fixed footrest and amnmrest

3. Oxford/imitation leather seal cushion
4, Solid castor and pneumalic rear wheel
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Aluminum Alloy
Wheelchair

PM 050010003

1. Chrome-plated/ spray coated frame
2. Delachable footrest and armrest

3. Oxford/imitation leather seat cushion
4. Solid castor and pneumatic rear whee

Steel Wheelchair
PM 050010005

1. Chrome-plated coated frame

2. Fixed anmrast and foolrest

3. Oxford/imitatioh leather seat cushion,
with commede

4. Solid castor and pneumnatic rear wheel

V.China=pinmea.c

Aluminum Alloy
Wheelchair

PM 050010004

1. Chrome-plated/ spray coated frame

2. Lift foolrest/backrest angle and
adjustable headrest

3, Oxford/imitation leather seat cushion

4. Solid castor and pneumalic rear wheel




