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Silicon Epitaxial Planar Diode 
High voltage switching diode  
 
 

 
 
 
 
 
        
 
 
 
 
 
 
 

         
Absolute Maximum Ratings (Ta = 25℃) 

 tinU eulaV lobmyS retemaraP

V egatloV esreveR kaeP RM 250 V 

V egatloV esreveR R 220 V 

I tnerruC drawroF deifitceR egarevA F(AV) 200 mA 

I tnerruC drawroF kaeP FM 625 mA 

I )s 1( tnerruC drawroF egruS FSM 1 A 

P noitapissiD rewoP tot 500 mW 

T erutarepmeT noitcnuJ j 175 ℃ 

T egnaR erutarepmeT egarotS Stg - 65 to + 175 ℃ 
  
 

       Characteristics at Ta = 25℃ 
 tinU .xaM lobmyS retemaraP

Forward Voltage 
at IF = 200 mA 

VF 1.5 V 

Reverse Current  
at VR = 220 V 

IR 10 µA 

Capacitance between Terminals 
at VR = 0, f = 1 MHz 

CT 3 pF 

Reverse Recovery Time 
at IR = 20 mA, IF = 20 mA, RL = 50 Ω 

trr 75 ns 

 
 
 

Max. 2.9

Max. 1.9

Glass Case DO-34

Max. 0.45

Min. 27.5

Min. 27.5

XXX

Cathode Band

Part No.

Dimensions in mm

Black

Black
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Note: Specification is subject to change without further notice. For more details and updates, please visit our website.
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