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BAV19WS, BAV20WS, BAV21WS

Silicon Epitaxial Planar Diodes
High Voltage Switching Diode

PINNING
PIN DESCRIPTION
Features 1 Cathode
. Anod
« Fast switching speed 2 node
 Surface mount package ideally suited for ] 2
automatic insertion wo | ] —fe
Top View
Marking Code: WO
Simplified outline SOD-323 and symbol

Absolute Maximum Ratings (T, = 25 °C)

Parameter Symbol Value Unit
Repetitive Peak Reverse Voltage BAV19WS 120
BAV20WS VRrrM 200 \Y
BAV21WS 250
Reverse Voltage BAV19WS 100
BAV20WS Vr 150 \%
BAV21WS 200
Average Rectified Forward Current IFeav) 200 mA
Forward Continuous Current lem 400 mA
Repetitive Peak Forward Current lerM 625 mA
Non-Repetitive Peak Forward Surge Current att=1pus | 25 A
att=1s FSM 0.5
Power Dissipation Piot 200 mW
Operating and Storage Temperature Range T;, Tetg -65to + 150 °C
Characteristics at T,= 25°C
Parameter Symbol Min. Max. Unit
Reverse Breakdown Voltage
atIg= 100 pA BAV19WS Vv 120 - Vv
BAV20WS BRIR 200 -
BAV21WS 250 -
Reverse Current
at V=100V BAV19WS | - 100 nA
atVg=150V BAV20WS R - 100
at Vg=200V BAV21WS - 100
Forward Voltage
atlg= 100 mA Ve - 1 \Y
at [r=200 mA - 1.25
Total Capacitance
atVg=0, f= 1 MHz Cr - S PF
Reverse Recovery Time t ) 50 ns
atlg=Ig=30 mA, Igg= 0.1 X Iz, R.= 100 Q "
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BAV19WS, BAV20WS, BAV21IWS
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Vi, INSTANTANEQUS FORWARD VOLTAGE (V) Vi, INSTANTANEOUS REVERSE VOLTAGE (V)
Fig. 1 Typical Farward Characlaristics Fig. 2 Typical Revarse Characlerislics
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T, AMBIENT TEMPERATURE ("C)

Vg, REVERSE VOLTAGE (V)
Fig. 4 Power Derating Curve, Total Package

Fig. 3 Typlcal Capacitance ve. Reverse Valtage
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BAV19WS, BAV20WS, BAV21WS
PACKAGE OUTLINE

Plastic surface mounted package; 2 leads SOD-323
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UNIT| A bo C E He
mm | 110 [ 040 | 0.15 | 1.80 | 1.35 | 2.80
0.80 | 0.25 | 0.10 | 1.60 1.15 | 2.30

Note: Specification is subject to change without further notice. For more details and updates, please visit our website.



