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BAV19, BAV20, BAV21
Silicon Epitaxial Planar Diodes

High Voltage Switching Diodes

Absolute Maximum Ratings (T, = 25°C)

Skype: topdiode

WhatsApp/WeChat: +86 13712073035

Glass Case DO-35
Dimensions in mm

Parameter Symbol Value Unit
Repetitive Peak Reverse Voltage BAV19 120
BAV20 VRrrM 200 V
BAV21 250
Reverse Voltage BAV19 100
BAV20 Vg 150 \Y,
BAV21 200
Continuous Forward Current I 250 mA
Repetitive Peak Forward Current lFrRM 625 mA
Non-repetitive Peak Forward Surge Current att=1s 1
att=100 us IFSM 3 A
att=1ys 9
Total Power Dissipation Piot 500 mwW
Junction Temperature T 175 °C
Storage Temperature Range Tstg -65to + 175 °C
Characteristics at T,= 25°C
Parameter Symbol Min. Max. Unit
Reverse Breakdown Voltage
at Ig= 100 pA BAV19 Vv 120 - Vv
BAV20 (BRIR 200 -
BAV21 250 -
Forward Voltage
at Ir= 100 mA Ve - 1 \Y
at Ir= 200 mA - 1.25
Reverse Current
atVg=100V BAV19 - 100 nA
atVg=150V BAV20 - 100 nA
at Vg=200V BAV21 Ir - 100 nA
atVg=100V, To=150°C BAV19 - 100 MA
atVg=150V, To=150°C BAV20 - 100 MA
at Vg=200V, To=150°C BAV21 - 100 MA
Diode Capacitance
atVe=0V, f=1 MHz Ca - 5 PF
Reverse Recovery Time t ) 50 ns
atlg=1g=30mA, I,=3mA, R.=100 Q "




®

Diode

Your Reliable Components Partner

Web: www.topdiode.com

BAV19, BAV20, BAV21

Mail: info@topdiode.com

Reverse current vs. reverse voltage
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Forward voltage vs. forward current
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Ambient Temperature: Ta (°C)
Power Derating Curve
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Reverse current, nA

Capacitance, pF
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Reverse current vs. reverse voltage
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Capacitance vs. reverse voltage
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Note: Specification is subject to change without further notice. For more details and updates, please visit our website.



