Fire-retardant IPC

10kV Insulation Piercing Connector (IPC)
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Selection Table for fire-retardant IPC

Equivalent Main Line Branch Morminal Diransicts Weight
Type qT £ Section Section Current S L
. ¥Ype ‘ : A (mm) (g)
{mm®) (mm?*) (A) 2

SL756 JJcass 0.75-6 0.75-6 41 21x27x23 10
SL101 JJC-1 1.5-35 1.5-10 55 27 x41x62 55
SLEP Jic-2 16-95 1.5-10 55 27 x 41 %62 55
SL102 JIC31 4-50 4-25 157 42 x 45 % 62 110
SL2-95 JJc-3 16-95 4-35 (50) 157 46 %52 x 87 160
SL2-150 JJC-4 50-150 6-35 (50) 157 46 %52 x 87 162
SL3-95 JJc-5 25-95 25-95 214 50x61x100 198
SL3-120  JJC-5-1 16-120 16-120 214 50x61x100 198
SL4-150 JJIC-6 (35)50-150  (35)50-150 316 50x61x100 280
SL6 JJc-7 120-240 25-120 276 52x68x100 360
SL? JJC-7-1 150-240 10-25 102 52x68x100 336
25-95

SL300 300 T 425 83x130%130 1040
SL400 95-400 35-300 425 83x130%130 1050

Please phone us for special specification and type.
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SENTUO ELECTRIC

SL10-95/70 SL10-185/50 SL10-240/150 SL10-240/240

10kV IPC Selection Table

Suitable wire Dimensions
(mm*) {mm)
o Norminal Bolt
EqL_ir_l*.-alr_-nt Current Cluantity e
ype Main Line _Branr:h (A) (pcs) : (mm)
Section | Section
(mm®) {mm?)

SL10-95/70 JJC10-1 25-95 16-70 68 82.5 107.5 226 2 4.5-6
SL10-185/50 JJC10-2 95-185 16-50 78.5 FAn 112.5 180 2 4.5-6
SL10-240/150 JJC10-3 95-240 50-150 84 83 112.5 366 2 4.5-6
SL10-240/240 JJC10-4 95-240 95-240 89 85.5 112.5 530 2 4.5-6

SL10 series high voltage IPC application legend

T connection of low voltage T connection of structural Distribution system of Connection of underground
insulated indoaor electric wire distribution system street lamp low voltage insulated cable
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