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S32205 Stainless Steel Welded Pipe
Zhejiang Bewell Steel Industry Co., Ltd. is a

professional Bewell® s32205 stainless steel

welded pipe and stainless steel pipe seamless

tube manufacturer in China, stainless steel

pipe production and processing from the 90's

hand-carried shoulder to the current

intelligent, and the implementation of a full

range of quality management strategy to

ensure product quality, the whole process of

quality testing and tracking, do not let go of

any small details, so that your choice of

reassurance more at ease.

Product Description

Super duplex stainless steel welded pipe due to austenite + ferrite duplex organization,
and the content of the two phase organization is basically the same, so both austenitic
stainless steel and ferritic stainless steel characteristics. Yield strength can reach 400Mpa
~ 550MPa, is the ordinary austenitic stainless steel 2 times.
Parameter(Specification) of the Bewell® S32205 Stainless Steel Welded Pipe

Standard

ASTM A213,A312,ASTM A269,ASTM A778,ASTM A789,DIN 17456, DIN17457,DIN 17459,JIS

G3459,JIS G3463,GOST9941,EN10216, BS3605,

GB13296

Material
304,304L,309S,310S,316,316Ti,317,317L,321,347,347H,304N,316L, 316N,201,

202

Surface Polishing,annealing,pickling,bright

Type hot rolled and cold rolled

stainless steel round pipe/tube

Size Wall thickness 1mm-150mm(SCH10-XXS)

Outer diameter 6mm-2500mm (3/8"-100")

Delivery

time
Prompt delivery or as the order quantity.

Package Standard export seaworthy package,or as required.
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Application

Widely used in petroleum,foodstuff,chemical industry,construction, electric

power,nuclear,energy,machinery,biotechnology,paper

making,shipbuilding,boiler fields.

Pipes also can be made according to the customer's required.

Contact If you have any questions,please feel free to contact me.

Container

size

20ft GP:5898mm(Length)x2352mm(Width)x2393mm(High) 24-26CBM

40ft GP:12032mm(Length)x2352mm(Width)x2393mm(High) 54CBM

40ft HC:12032mm(Length)x2352mm(Width)x2698mm(High) 68CBM

Feature and application of the Bewell® S32205 Stainless Steel Welded Pipe

Features:

localised corrosion resistance
（2）high tensile and fatigue strength
（3）high tensile and fatigue strength
（4）stable chemical composition

Application scenarios:
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Details of the Bewell® S32205 Stainless Steel Welded Pipe
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FAQ

Q: Are you trading company or manufacturer ?
A: We are factory.

Q: How long is your delivery time?
A: Generally it is 5-10 days if the goods are in stock. or it is 20-30 days if the goods are not
in stock, it is according to quantity.

Q: Do you provide samples ? is it free or extra ?
A: Yes, we could offer the sample for free charge but do not pay the cost of freight.

Q: What is your terms of payment ?
A: Payment<=1000USD, 100% in advance. Payment>=1000USD, 30% T/T in
advance ,balance before shippment. If you have another question, pls feel free to
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