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Fire Resistant XLPE Insulated Steel Wire 

Armoured Control Cable 

Our Longda fire resistant XLPE insulated steel wire 

armoured control cable factory has advanced equipment of 

20 sets production lines and 25 sets testing machinas, The 

production capacity is more than 12 million kilometers. We 

have skillful staff over 20-year experience,before starting 

working, every worker need to be trained professionally. 

Therefore, we can promise the product will be 100% 

quantified.3 Core 4 Core 5 Core 16mm 25mm 35mm 95mm 

Aluminum/Copper Core Steel Wire PVC/XLPE Underground 

Power Armoured Cable 3 Core 4 Core 5 Core 16mm 25mm 35mm 95mm Aluminum/Copper Core 

Steel Wire PVC/XLPE Underground Power Armoured Cable. 

 
 

The package of fire resistant XLPE insulated steel wire armoured control cable is usually wooden 

drum or steel wooden drum or coil.also according to customer's requirement. Longda cable can 

offer low price and good service. 

 

 

 

Model Number:KVV, KVVP, KVV22, KVVP22, KVVR, KVVRP 

Type:insulated 

Application:indoor, in cable channel and pipe, etc. 

Conductor Material:Copper 

Conductor Type:Stranded 
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Insulation Material:PVC or XLPE 

Conductor:Copper 

Product name:KVV, KVVP, KVV22, KVVP22, KVVR, KVVRP 

Standard:GB/T9330, IEC60227 and IEC60502 etc 

Rated Voltage:450/750V or 0.6/1KV 

Insulation:PVC or XLPE 

Jacket:PVC 

Temperature: 70 

  

 

Product Standard 

 

This product is manufactured according to GB/T9330, IEC60227 and IEC60502 etc. 

  

Application 

 

The product is suitable for connection in control, signal, protection circuit and measuring system wi

th rated power-frequency voltage 450/750V or 0.6/1KV. 

  

Operating characteristics 

 

1). Rated power-frequency voltage Uo/U: 450/750V or 0.6/1KV. 

2). Max. permissible continuous operating temperature of conductor: 70℃ 

3). Max. short-circuit temperature of the conductor shall not exceed: (5S maximum duration) 160℃ 

4). The ambient temperature under installation should not below 0℃. Otherwise, the cable shall be

 preheated. 

5). The recommended bending radius of a cable should be: 

Non-armored cable, not less than 6 times of the cable diameter. 

Armored cable or copper tape screened cable, not less than 12 times of the cable diameter. 

Shielded flexible cabel, not less than 6 times of the cable diameter. 

  

Type and Name 
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Our Services 

 

1.24 years production experience and 14 years export experience . 

2.Products certification :UL,CE,BV,TUV,KEMA,PSB,SABS,ABS,NK,LR,KR,GL etc 

3.OEM service available based on official & legal authorization. 

4.Strict quality control system. 

5.Rapid delivery and feedback  Faster lead time than our competitors. 

6.Excellent quality with reasonable price. 

7.Strong technical support (technical data, drawing, etc.) 

8.Professional teamwork service for you actively. 

9.Stock available, Free sample is available. 
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FAQ 

 

1).When can I get the price? 

We usually quote within 6 hours after we get your inquiry. If you are very urgent to get the price, 

please call us or tell us in your e-mail so that we will regard your inquiry priority. 

2).How can I get a sample to check your quality? 

After price confirmation, you can require for samples to check our quality. Sample is free, but 

the freight charge should be paid. 

3).How long can I expect to get the sample? 

After you pay the freight charge and send us confirmed files, the samples will be ready for delivery 

in 3-7 days. The samples will be sent to you via express and arrive in 3~5 days. You can use your 

own express account orprepay us if you do not have an account. 

4).What about the lead time for mass production? 

Honestly, it depends on the order quantity and the season you place the order.The best record we 

keep is delivering 10 kilometers cable within a week. Generally speaking, we suggest that you start 

inquirytwo months before the date you would like to get the products at your country. 

 


