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NEWSCREW is wholesale 304 316 Stainless steel Self Tapping Screw supplier in China. 
There are many kinds of Head shapes. There are round head (semi-round head), flat 
round head, round head flange (with pad), flat round head flange (with pad), pan head, 
pan head flange (with pad), countersunk head, semi-sunk head, Cylindrical head, 
spherical cylindrical head, trumpet head, hexagonal head, hexagonal flange head, 
hexagonal flange (with pad) head, etc. We all can do customized if clients need. 

 

Product Parameter (Specification) 

Material Carbon steel, Alloy steel, Stainless steel, Plastic and Copper 

Surface 
treatment 

Plain, Black, Zinc Plated(ZP), Yellow Zinc Plated (YZP)and Hot DIP 
Galvanizing(H. D. G. ), Dacromet, Nickel Plated, Brass Plated. 

Grades/Class 3.6,4.8, 5.8, 8.8, 10.9, 12.9, 2, 5, 8, A193-B7. 

Standards 
DIN, BSW, JIS, UNC, UNF, ASME and ANSI, Non-standard, 
Customized Drawing. 

Thread Metric Coarse, Metric Fine, UNC, UNF, BSW, BSF. 

Sizes M3-M60, 1/4 to 3 inches. 

Packing Bundle or Carton or Others 

 

 

304 316 Stainless Steel Self 
Tapping Screw 
304 316 Stainless steel Self Tapping Screw is one 

of NEWSCREW latest selling fastener products. It is 

a standard screw product, The German standard is 

din7982, Also it has American standard and other 

countries’ standard. There are two main series, one 

is stainless steel flat head self tapping screw and 

another one is pan head self tapping screw. 

Welcome to inquiry if any needs on it! 
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Product Feature 

The difference of NEWSCREW 304 316 Stainless steel Self Tapping Screw and self 
drilling screw? 

There are three main differences: usage, purpose and appearance. 

1) In the method of use, self-tapping screws cannot be drilled multiple times, otherwise it 
is easy to slip the wire. Compared with stainless steel drill end, it can directly drill into the 
material, which saves installation time. 

2) In use, self-tapping screws can only be used on some non-metallic or soft foundations. 
This kind of screw can be fixed on the material. For stainless steel drilling screws, it can 
be used on materials with higher hardness. Therefore, stainless steel Drill tails perform 
better than self-tapping screws. 

3) In terms of appearance, the tail of the self-tapping screw is generally pointed, and the 
texture is relatively hard, and the front part has a corresponding taper. But for stainless 
steel drill tails, the head is a drill bit that can drill holes 

 

Product Application 

NEWSCREW 304 316 Stainless steel Self Tapping Screw is used for wood, metal, and 
brick. These screws cannot drill through metal and require a pilot hole to be pre-drilled 
before 
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