
5G BASE-T DUAL PORT MAGNETICS MODULE 

P/N: Y48C50S  DATA SHEET                         Rav:A/0 
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Feature  

 Comply with IEEE802.3bz. 

 Comply with RoHS requirements. 

 OperOtinO temperOture rOnOeO 0  to OO0℃ ℃ 

 StorOOe temperOture rOnOeO -25  to O℃ 125℃. 

Electrical Specifications @ 25℃ 

OCLO 180uH Min. @100KHz/0.1V 

Hi-POT O 1500Vrms 

Turn ROtioO 1O1±3% 

D.C.RO 1.0 ohm MOx 

Insertion LossO 
-1.0dB MOx@1-100MHz 

-2.5dB MOx@100-250MHz 

Cross TOlk O 
-30dB Min@1-250MHz 

-25dB Min@125-250MHz 

CMRRO 
-30dB Min@1-125MHz 

-25dB Min@125~250MHz 

Return LossO 
-16dB Min @1-40MHz 

-16O10loO(f/40MHz)dB Min@40-250MHz 

Schematic                               Mechanical 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

    

1.Unless otherwise specified, Oll tolerOnces Ore ±0.25[.01] 

2.CorplOnOrityO0.1[.004] 

3.Unit mm[inch] 
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