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ORIGINAL
DRAWING

EDITION 3DR EDITION

DESCRIPTION

LENGTH TOLERANCE

POZI DOUBLE CSK HEAD CHIPBOARD SCREWS

10±0.75 31~50±1.5 121~±2.00

12~18±0.90 51~80±1.50

19~30±1.05 81~120±1.75

SURFACE HARDNESS min.450 HV

CORE HARDNESS    240 - 450 HV

MATERIAL    C1018 ~C1022

REMARKS

DEPTH OF HARDNESS
M2.5:0.04-0.10mm
M3�M3.5:0.05 -0.18mm
M4�M5:0.10-0.23mm
M6� M8:0.10- 0.28mm

MAXIMUN OUT-OF-STRAIGHTNESS LIMIT
A.M6.0<140mmOut-of-Straightness Limit
M5.0≤100mm=L×0.15225.4
EX.M6.0×80mm-80×0.152:25.4=0.48mmOut-of-Straightness 
Limit=0.48mm= 0.24mm士
B.M6>140mmOut-of-Straightness Limit
M5>100m=L×0.01
EX. M6.0×160mm=160x0.01=1.60mm
Out-of-Straightness Limit=1.60mm=±0.80mm
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ORIGINAL
DRAWING

EDITION 3DR EDITION

DESCRIPTION

LENGTH TOLERANCE

PHIL BUGLE HEAD DRYWALL SCREWS�COARSE THREAD)

L:±1.5

PART PRODUCTION WILL PROCEED ACCORDING
TO DIMENSIONS CONTAINED IN THIS DRAWING

SURFACE HARDNESS   MIN.550 HV

REMARKS

1
2
3
4

5

6
7
8
9

CORE HARDNESS        240~450 HV

MATERIAL            C1018 ~C1022

DEPTH OF HARDNESS
M3.5 :0.05 ~ 0.18mm
M3.9�M4.8 :0.10~ 0.23mm

THREAD LENGTH

L<55mm,S=FULLY

L>56mm<75mm,S=50mm

L>76mm,S=60mm
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