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1080P Dual Lens Android
Flexible Endoscope
Anesok® is 1080P Dual Lens
Android Flexible Endoscope
competitive OEM manufacturer in
Shenzhen of China. We have
been specialized in portable
endoscope for 9 years. We
provide OEM packaging box,
manual, logo on product and app
for usb flexible endoscope.
Professional self-brand supplier.

Product Description

This Anesok® 1080P Dual Lens Android Flexible Endoscope comes with 1920*1080
resolution.A second HD inspection camera is built into the side of the main camera for a
wider field of view. 8 LED lights adjustable for 3 levels of brightness and give the camera a
perfect view of the darkest inspection areas.android flexible endoscope have USB, Type
C and Micro-USB Connectors, This android flexible endoscope can only be used for
android smartphones with OTG function,computer, and Mac. For OTG Android phone,
you just need to download an app to use. For Mac, Please use Mac books’ bundled
software, Photo Booth. For wins, please download” Smart Camera” and then plug into the
USB port to use.You can use this android flexible endoscope in many hard-to-reach,
narrow, and confined places at home or outdoors.
Accessories list
Endoscope*1
Manual*1
Accessory cylinder*1
Magnet*1
Hook*1
Protective cap*1
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Anesok® 1080P Dual Lens Android Flexible Endoscope Specification
Item name 1080P Dual Lens Android Flexible Endoscope

Model name Y102-DL

Sensor CMOS, 2MP

Camera lighting 8LEDs

Lens type Dual lens

Probe diameter 8mm

Cable type Semi Rigid Cable

Cable length 1m/1.5m/2m/3.5m/5m/10m
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Image resolution and

format
1920*1080(JPEG)

Video resolution and

format
1920*1080(AVI or MP4)

Frame rate 25 fps

White balance Automatic

Exposure Automatic

Depth of field 4-10cm

Field of vision 70°

Camera waterproof IP67

Product material ABS+PC

Operating temperature -10 to +50 °C

Operating humidity <85 % RH

Storage temperature -10 to +50 °C

Storage humidity <85 % RH

Connector type USB, Type C and Micro-USB

Color Black

Certification EMC/RoHS

App name Inskam

Support system
Android/Windows2000/XP/Vista/Windows 7/8/10

MacOS

Warranty 1 Year

Package box size 12*12*3.5cm

Pcs / Master CTN/CTN size 100pcs/CTN; 50*40*40cm

Anesok® 1080P Dual Lens Android Flexible Endoscope Feature and
Application
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Feature:
(1)3-in-1 interface design and compatibility
(2)8 adjustable LEDs on the camera head
(3)Dual lens camera
(4)1080 HD Inspection Camera
Anesok® 1080P Dual Lens Android Flexible Endoscope Details

https://www.ypincheng.com/


www.ypincheng.com

Shenzhen Yipincheng Technology Co., Ltd.
Phone:+86-18576752548

E-mail: servies@ypincheng.com

https://www.ypincheng.com/

	1080P Dual Lens Android Flexible Endoscope
	Product Description
	Accessories list
	Anesok® 1080P Dual Lens Android Flexible Endoscope
	Anesok® 1080P Dual Lens Android Flexible Endoscope
	Feature:
	Anesok® 1080P Dual Lens Android Flexible Endoscope


