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1944P Auto Focus Flexible
Endoscope
Anesok® is 1944P Auto Focus
Flexible Endoscope manufacturer
in Shenzhen of China. We have
been specialized in industrial
endoscope for 9years. Our
products have a good price
advantage and cover most of the
European and American markets.
We look forward to becoming your
long-term partner in China.

Product Description

This Anesok® 1944P Auto Focus Flexible Endoscope have 2952*1944 resolution HD
and built-in 5.0 megapixel ultra HD module, you can view the inspection place very clearly,
clearer effect than 1080p or 720p. 4 adjustable high lights help you can get high quality
pictures and videos no matter dark or too bright areas.Moreover, New auto fast focus
function makes you use the device more convenience and clearly displaying the real-time
target image from far to near with best depth of field, no longer wasting time and effort to
adjust the proper focal length.USB, Micro-USB, Type-C connector endoscope can be
used with Android smartphones with OTG function, Windows PC, and Mac Book.
Accessories list
Endoscope*1
Manual*1
Accessory cylinder*1
Magnet*1
Hook*1
Mirror*1
Protective cap*1
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Anesok® 1944P Auto Focus Flexible Endoscope Specification
Item name 1944P Auto Focus Flexible Endoscope

Model name 108A

Sensor CMOS, 5.0MP

Camera lighting 4 LEDs

Lens type Single lens

Probe diameter 11.2mm

Cable type Semi Rigid Cable

Cable length 1/m/3.5m/5m/10m
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Image resolution and format 2592*1944(JPEG)

Video resolution and format 2592*1944(AVI or MP4)

Frame rate 25 fps

White balance Automatic

Exposure Automatic

Depth of field 3cm-∞

Field of vision 70°

Camera waterproof IP67

Product material ABS+PC

Operating temperature -10 to +50 °C

Operating humidity <85 % RH

Storage temperature -10 to +50 °C

Storage humidity <85 % RH

Connector type USB, Micro-USB, Type-C

Color Black

Certification EMC/RoHS

App name Inskam

Support system Android/Windows PC, and Mac Book

Warranty 1 Year

Package box size 15.4*13.4*7.2cm

Pcs / Master CTN/CTN size 45pcs/CTN; 50*40*40cm

Anesok® 1944P Auto Focus Flexible Endoscope Feature and
Application
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Feature:
(1)Auto Focus
(2)3cm-∞ Focal Range
(3)5.0MP HD
(4)IP67 waterproof
(5)4 Adjustable LEDs on the camera head
(6)3-in-1 interface design and compatibility
Anesok® 1944P Auto Focus Flexible Endoscope Details
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