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Handheld Industrial Borescope

G51

Screen type
Lens Pixels

Focal length
Battery mAh
Line length

Lens size
Waterproof

zmh IPS screen @ @>

A:2-10cm; B: 2-ocm; 5 MP Typc-C
4400mAnh

1m/5m/10m _ ] gl
o (8) (@)

IP67 4400mAh Take photos 2 inch IPS

Nideos screen




Handheld Industrial Endoscope

G52

Screen type
Lens Pixels
Focal length

Battery mAh
Line length
Lens size
Waterproof

9 inch OLED screen
2 MP

A: 2-15cm; B: 2-5cm;
C:1.5-3cm
4400mAh

1m/3m/am

8mm
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4400mAh Take photos 5 inch OLED
/Videos screen
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Handheld Industrial Endoscope

QO =

(O] (]| |MB

Video Take photos 4.3 inches TF card

of O [-\
HD \9,

Dual lens IP67 1080P LED

Screen type 4.3 inch LCD screen
Resolution 1920*1080P

Focal length 2cm-10cm

Battery mAh  2600mAh

Line length 1Tm/5Sm/10m

Lens size 5.5mm/8mm
Waterproof P67




HD Pixel Industrial (o055
Endoscope

Screen type

Resolution

Focal length
Battery mAh
Line length
Waterproof

| oo
5 inch |IPS screen

‘up
3

1920*1080P . A
2-10cm Video Take photos 1080P
1Tm/5Sm/10m / 3 \ / ,.\\ / a \
P67 \ / \ / \ _/

oinchIPS 6 LED 2000mAh
screen



HD Pixel Industrial (s

Screen type S inch IPS screen / . \

EﬂdOSCQpe Resolution ~ 1920*1080P "\ V.
N frsllathil el Video Take photos 1080P
“‘“ﬁ_ ‘,F Battery mAh 3H . e
Line length  1m/5m/10m / S / \
, l Waterproof  IP67 i) | (_} | ©iE
Ao . w /Y
' | &7 - @ 5inchIPS ©6LED 2000mAh
7/ : screen
i
f
|

Install spring
protection




Video Take photos 4.3 inches TF card

0 |
o Ia\
LED

Dual lens IP67 1080P

Screentype 4.3 inch LCD screen
Resolution 1920*1080P

Focal length 2cm-10cm
Battery mAh  2600mAnh
Line length 1m/Sm/10m
Lens size 9.9mm/8mm
Waterproof IP67

HD Industrial Endoscope



Handheld Industrial
Endoscope <o

Screen type 9 inch screen
Resolution 1920*1080P
Focal length 2-10cm / 2-5¢cm
Battery mAh 2000mAh

Line length Tm/3m
Waterproof P67
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Video Take photos d inch

IPS G HD

IPS screen IP67 1080P




HD Industrial
Endoscope (assi)

Screen type 4.5 inch screen
Resolution 1920*1080P
Focal length 2cm-10cm
Battery mAh 2000mAh

Line length Tm/5m/10m

Lens size 8mm
Waterproof P67/

o
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Video Take photos 1080P
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4.5 inch 6 LED 2000mAh
screen




Wi-Fi Industrial Endoscope

Video Take pictures |P67 waterproof

HD {9 g

1080P 6 LED lights 1000mAh

Resolution 1920*1080P

Focal length  2-10cm / 2-5cm
Battery mAh  1000mAh

Line length 1m/5m/10m
Waterproof |P67

Lens Single lens/Dual lens
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2.0 Megapixels Ov coms sensor

O

Photos/Videos APP Check IP67 waterproof

> | Wi Direct-inserted
Industrial Endoscope

1d03S0

Resolution 1920*1080P
Focal length 2-10cm / 2-5¢cm
Lens lamp 6+1 LED

Line length 1m/2m/3m
Waterproof IP67

Packing size 120*120*27mm




Wi-Fi Industrial
Endoscope 3 (9 (g

. I

€ Dual lens line €) Endoscope €D Lens accessories

Wifi 2 million Ov coms
Connection pixels sensor

Take Semi-rigid IP67
NI e Betonope photos/video cable waterproof

@ Paper box

Resolution 1920*1080P
Focal length 2-10cm / 2-5cm

Battery mAh 1000mAh

Line length 1m/3m/10m
Waterproof IP67

Lens Single lens/Dual lens



Resolution
Focal length
Battery mAh
Line length
Waterproof
Lens size

2592*1944P
3-500cm
2000mAh
1m/Sm/10m
IP67

12mm

Resolution
Focal length
Compatible
Line length
Waterproof
Lens size

480P/720P
3-10cm
Android/PC
1H1.5/213 55/ 10m
IP67

5.5/7/8mm

Resolution
Focal length
Battery mAh
Line length
Waterproof
Lens size

1600*1200P
3-10cm
550mAh
3.9m/5m/10m
IP67

8mm

YPC100

Resolution 1280*720P

Focal length 3-10cm

Battery mAh 500mAh

Line length  1m/3m/5m/7m/10m
Waterproof [IP67

Lens size 8mm



Visual Ear endoscope

(FIND A Pro)

Best Focal Length 1.9cm-2cm
Lens Diameter 3.59mm
Color White/Black
Battery Capacity 350mAh
Waterproof P67

Pixel 5 MP

R

3.5mm lens 5 MP lens
diameter

= =
Accessory WiFi

storage base connection




Visual Ear endoscope

( FINDN )

Best Focal

Length

Lens Diameter

Color

Battery Capacity

Waterproof

R

3.5mm lens
diameter

60
IP67 waterproof

&_:

Temperature
control

1.5cm-2cm
3.5mm
White/Black
350mAh
P67

5 MP

@

5 MP lens b-axis
gyroscope

D Q

WiFi connection Silicone
ear pick

350mAh Tpye-C

battery stable charge



Visual Ear endoscope

Best Focal Length 1.9cm-2cm
Lens Diameter 3.59mm
2 Color White/Black
2 Battery Capacity 350mAh
( | Waterproof IP67
: | Pixel 5 MP
R &
ﬂ < 3.9mm lens 5 MP lens 6-axis
s diameter gyroscope
z ~
DE IP67 waterproof WiFi Silicone
S connection ear pick
e Sl B — e ' ik i Temperature 350mAh Tpye-C
S 4 control battery stable charge



Intelligent Visual Ear Pick

(FINDX )
R

3.5mm lens 5 MP lens 6-axis
diameter gyroscope
—\
02 2 2
Three in WiFi Silicone
one experience connection ear pick

§ i

Temperature Smart Tpye-C
control camera lift stable charge

Best Focal Length
Lens Diameter
Color

Battery Capacity
Waterproof

Pixel

&

S

1.5cm-2cm
3.59mm
White/Blue/Cyan
200mAh

P67

5 MP



Smart Ear Cleaner

| -
Clean Ear Canal (w0
Power 1.3W
Battery Capacity 2000mAh
Charging Time 3H
Work Time 7H
Water Bottle 500mL .
Net Weight 2809
L
-

LLLTITLE




Intelligent Visual Ear Pick
(x8 )

R @

4.0mm lens 5 MP lens 6-axis

diameter gyroscope

& 2 Y

IP67 waterproof WiFi Silicone
connection ear pick

Temperature 350mAh Tpye-C

control battery stable charge

Best Focal Length 1.4cm-2cm

Lens Diameter 3.59mm |

Color White/Black |

Battery Capacity 350mAh

Waterproof IP67 b-; g

Pixel 5> MP




Visual Ear endoscope
(FINDBPro)

Best Focal Length 1.9cm-2cm

Lens Di t 3:D
ens Diameter mm @

Color White/Black 3.5mm lens 5 MP lens
Battery Capacity 240mAh dEmEter
Waterproof P67 >
/N
Pixel 5 MP S =
IPG7 WiFi
waterproof connection
Gimbal Silicone
Gyroscope ear pick

§

Temperature Tpye-C
control stable charge
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Visual Ear endoscope

Best Focal Length 1.9cm-2cm

Lens Diameter 3.59mm
R

Color Black/Blue/Green 3.5mm lens 5 MP lens
Battery Capacity 350mAh dEameter
Waterproof P67 &
/N
Pixel 5 MP S >
IPG7 WiFi
waterproof connection
6-axis Silicone
gyroscope ear pick

Temperature Tpye-C
control stable charge




Visual Ear endoscope
( FINDB )

Best Focal Length 1.4cm-2cm

Lens Diameter 4.0mm
Color White/Black
Battery Capacity 240mAh
Waterproof P67

Pixel HD Pixel

R

4 0Omm lens
diameter

60
IP67
waterproof

&.:

Temperature
control

WiFi
connection

350mAnh
battery

&

Gimbal
Gyroscope

%

Silicone
ear pick

©

Tpye-C
stable charge




Visual Ear endoscope
( P4o-B )

Best Focal Length 1.5cm-2cm

Lens Diameter 3.59mm

Color Black/Red/Green
Battery Capacity 350mAh
Waterproof IP67

Pixel S MP

R

4 Omm lens
diameter

60
IP67
waterproof

&Z—'

Temperature
control

5 MP lens

=N,

-
WiFi
connection

350mAh
battery

@

B-axis
gyroscope

o

Silicone
ear pick

USB
stable charge




Visual Ear endoscope

X1 ) & X6
| i 2
| |
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Best Focal Length 1.9cm-2cm Best Focal Length  1.5cm-2cm Best Focal Length  1.4cm-2cm
Lens Diameter 3.59mm Lens Diameter 3.59mm Lens Diameter 3.59mm

Color Black Color White/Black Color White/Black

Battery Capacity 350mAh Battery Capacity 350mAh Battery Capacity 350mAh
Pixel 3 MP Pixel 5 MP Pixel 5 MP



P42

Visual Ear endoscope

Best Focal Length
Lens Diameter
Color

Battery Capacity
Waterproof

Pixel

1.5cm-2cm

3.0mm
Black/Silver/Green
350mAh

IP67

5 MP

P43

R

3.0mm lens
diameter

60
IP67
waterproof

&_:

Temperature
control

P44

5 MP lens

=Ny

-~

WiFi
connection

350mAh
battery

@

B-axis
gyroscope

Y

Three-layer
craft ear spoon

Type-C
stable charge

P45



Visual Ear endoscope

(P40 Pro)

Best Focal Length
Lens Diameter
Color

Battery Capacity
Waterproof

Pixel

1.5cm-2cm

3.5mm
Black/Silver/Green

350mAh
P67
S5 MP

3.5mm lens
diameter

60
IP67
waterproof

&Z—‘

Temperature
control

WiFi
connection

Y

Magnetic sliding
Off/On

B-axis
gyroscope

Y

Three-layer
craft ear spoon

o

O

Hall switch

Hall switch



Viusal Ear endoscope

P50
Best Focal Length 1.4cm-2cm
Lens Diameter 3.9mm
Color White/Green
Battery Capacity 10H battery life
Waterproof IP67
Pixel o MP

R

3.5mm lens
diameter

60
IP67
waterproof

&_:

Temperature
control

@

5 MP lens 4-axis
gyroscope

Screen Silicone

observation ear pick
<

N>

IPS HD Aluminum

digital screen alloy body




Visible Acne Cleanser

e ®
1.4cm-2cm

Focal length

Pimple ring 304 stainlessl WiFi 5 MP lens 20X
connection Enlarge

Color Black

Battery capacity 240mAh e @
20X -

Enlarge multiple

Lens Pixels > MP App 304 Smart
visible stainlessl| chip




Visible Acne Cleanser

C M3 )

Focal length
Pimple ring
Color

Battery capacity
Enlarge multiple

Lens Pixels

1.4cm-2cm fa
304 stainless| WiFi 5 MP lens
BIEER connection
240mAh @ Lj;
20X

Hall switch 304
5MP stainless|

20X
Enlarge

O

IP65
waterproof




Low multiple(500x)

Lens use range:

Industry: circuit board inspec-
tion, maintenance / precision
machinery / printing inspec-
tion / welding inspection / tex-
tile inspection / IC surface in-

High multiple(2000x)

Lens use range:

Biology: Microbial observation

/ Section observation / Plant
disease and insect observation

7 Inch
Screen

( 35 )

Lens Pixels

Gain

Auxiliary lighting
Screen type
Battery capacity

Focus range

Microscope

12 MP

2000X / 500X
10+1 LED

7 inch IPS screen
2600mAh
2-25mm

==

7 inch IPS screen Size multiple Highest
Dual lens 2000X magnification
Double LED 12 MP Photo/Video
light source
Support TF 2600mAh Remote control
card storage battery operate



Wi-Fi Microscope

( 315-w )

Lens Pixels

Gain

Auxiliary lighting
compatible device
Battery capacity

Focus range

12 MP

2000X / 500X
10+1 LED
|OS/Android/PC
1800mAh
2-55mm

Wi-Fi connection

Photo/Video

USB connection

1800mAh
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Wi-Fi Microscope @
( 320 )

Lens Pixels 2 MP

Gain 50-1000X
Resolution 1920*1080P
Connection distance 10m

Battery capacity 800mAh
Focus range 2-60mm

® © O

WIF| connection HD 2 MP 1000X zoom

©® ©® ©

Photo/Video Portable Compatible PC




Wi-Fi Microscope

(Mainly used for detection of skin, hair, textiles, jewelry coins, etc.)

Lens Pixels 2 MP

Gain 50-1000X

Battery capacity 800mAh

Compatible device |0S/Android/PC
Color Black/Gray/Dark blue
Focus range 3-60mm

314

Lens Pixels

Gain

Battery capacity
Compatible device
Color

Focus range

0.3 MP
50-1000X
550mAh
|IOS/Android/PC
Black/White
0-40mm

316

Lens Pixels

Gain

Battery capacity
Compatible device
Color

Focus range

2 MP

50-1000X
550mAh
|OS/Android/PC
Black/\White
0-40mm



317 (WiFIFk)

Lens Pixels

Gain

Battery capacity
Compatible device
Screen size

Focus range

Electron microscope with screen

(Mainly used for microorganisms, jewelry coins, circuit board detection, etc.)

2 MP

50-1000X
1800mAh
|OS/Android/PC
4.3 inch screen
3-40mm

307

Lens Pixels
Gain

Battery capacity
Auxiliary lighting
Screen size

Focus range

2 MP
50-1000X
2600mAh

8 LED

4.3 inch screen
3-40mm

306

Lens Pixels
Gain
Battery capacity

Compatible device

Screen size

Focus range

2 MP
50-1000X
1800mAh

PC

4.3 inch screen
3-40mm



USB Electron Microscope

(Mainly used for skin, hair, textiles, jewelry coins, circuit board detection, etc.)

301

Lens Pixels

Gain

Auxiliary lighting
Compatible device
Color

Focus range

0.3 MP
50-1000X
8 LED
PC/Mac
Black/Gray
3-60mm

302

Lens Pixels

Gain

Auxiliary lighting
Compatible device
Color

Focus range

2 MP
50-1000X
8 LED
Android/PC
Black/Gray
3-60mm



Smart Visual Flosser

(c3Pro)

Lens Pixels

Maximum capacity
Auxiliary lighting
Color

Battery capacity
Waterproof

5> MP

6 LED Visible S5MPlens Zero friction Strong
flushing pump cleaning power

White/Blue/Green

IPX7 Low noise Easy storage Disinfect Stepless

adjustment




®

o MP Tremor frequency Wi-Fi connection

Identification work 3 gear IPX7 waterproof
adjustment —
Z = u P '
(S C
With water 300 days Multiple
tank flushable battery life accessories

Lens Pixels o MP |
Maximum capacity 65ml Lk
Auxiliary lighting 4 LED & = &
Color White - eV
Battery capacity 1200mAh .. oy i
Waterproof IPX7 y #75

Multifunctional Ultrasonic Scaler



®

o MP Tremor frequency Wi-Fi connection

UEENURENG

Identification work 3 gear IPX7 waterproof
adjustment —
: = 1F
Sterilization 300 days Multiple SUNUO
storage box battery life accessories 4 Sl

Lens Pixels 5 MP

Focal length 0-2cm

Auxiliary lighting 4 LED

Color White/Blue/Black
Battery capacity 1200mAh

Waterproof IPX7

= : §oeac
- 3 5 b 7
> C {fﬂ-ﬁr‘f.ﬁ-. =gl

J ==
)

Visible Ultrasonic Scaler




Visible Ultrasonic Scaler (ro)

Lens Pixels 5 MP : @ @

Focal length 0-2cm 5 MP lens Wi-Fi High-speed IPX7

Auxiliary lighting 4 LED

Color White/Blue/Black 00
Battery capacity 1200mAnh OO0

IPX7 |dentify Live Smart APP 3 gear
power outages streaming adjustment

connection vibration waterproof

Waterproof




Lens Pixels
Focal length
Auxiliary lighting
Color

Battery capacity

Waterproof

Visible Ultrasonic Scaler (o)

e = G

5 MP lens Wi-Fi High-speed IPX7
4 LED connection vibration waterproof

White/Blue
SNCGRO

IPX7 |dentify Live Smart APP 3 gear
power outages streaming adjustment

Y,
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Visible Ultrasonic Scaler

( T11Pro )

Lens Pixels

Focal length
Auxiliary lighting
Color

Battery capacity
Waterproof

5> MP
0-2cm

4 LED
White/Blue
1200mAh
IPX7

® ® @ 69

S5MPF HD WiFi Ultrasound 2 million times/min
technogy  Sonic frequency

ORCEONO

IPX7 waterproof 42kHz Power failure  Three gear
whole body Acoustic frequency protection adjustment
and safety




Visible Ultrasonic Scaler
( T10Pro )

Lens Pixels o MP

Focal length 0-2cm

Auxiliary lighting 4 LED

Color White/Blue

Battery capacity 1200mAh

Waterproof IPX7

Q@ ® U
Intelligent High-speed 3 gear Wi-Fi
ultrasound vibration adjustment connection

Y O
5 MP lens Medical IPX7 1200mAh

Grade Tips waterproof




Intelligent Ultrasonic Scaler

Working frequency 2.4Ghz

Working power 0.4-1W :
Ultrasound Vibration 3-speed mode

Color White/Blue frequency

Battery capacity 1200mAh
Waterproof IPX7

Al recognition Long standby
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Smart Wi-Fi Dental Mirror

Lens Pixels 1 MP ;

Auxiliary lighting 8 LED @ -'Q‘-
Charging method Type-C 1 WP =LED
Battery capacity 550mAh @ lEll
Focal length 0.5-1cm

Anti-fog Type-C
Waterproof P67

[sss}

550mAh
L~
>

WiFi



Smart Wi-Fi Dental Mirror

© &) (&) (&

L Pixel 1 MP
SIS Rg HD lens Wi-FI 8 LED Waterproof
Auxiliary lighting 8 LED

Charging method Type-C
Battery capacity 400mAh @ 88 Q
Focal length 0.5-1cm

Waterproof P67 Magnetic Live Smart APP Strong
charging streaming compatibility




Dental Camera

e a

Smart Wi-Fi
Dental Mirror

Lens Pixels 2 MP
Auxiliary lighting 8 LED
Charging method Charging base
Battery capacity 1000mAh
Focal length 1-2cm
Waterproof P67

S,

HD resolution  WiFi connection 8 bright LEDs

&

Portable Recycling Waterproof IP67

)
(&

o



Smart visual blackhead
Instrument (o)

Lens Pixels > MP @ Q EI

Gain 20X Visual 20X 1300mAh

Color White/Pink cleaning magnification

Battery capacity 800mAh o— a e

Battery life 1.9H o .

Accessories Glass head*6 3 gear Wi-Fi Glass head
adjustment

W/




- Smart visual blackhead
am instrument (o0

Lens Pixels 5 MP '© Q El

Gain 20X

Visual 20X 1300mAh
Color Red/Purple/Green cleaning magnification
Battery capacity 800mAh o =
Battery life 1.5H .o_° -
Accessories Glass head*6 3 gear Wi-Fi Glass head

adjustment




OJCY

Visual 20X

H

1300mAh

cleaning magnification

0

3 gear Wi-Fi
adjustment

Lens Pixels
Gain

Color

Battery capacity
Battery life

Accessories

(&

Smart visual blackhead instrument

-

Silicone Tips

5 MP
20X
White
1300mAh
3.5H

Silicone head*3




