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N2XRY 0,6 - 1 kV / 
CU/XLPE/SWA/PVC
CONTROL CABLE

¡ N2XRY 0,6 - 1 kV  / CU/XLPE/SWA/PVC

2 15     4   36

U: SolidConductor
R: Stranded ConductorRigid Standards: IEC60502- 1,BS5467

Application
These cables have a low dielectric loss, used in indoors and  
outdoors, incableducts,underground, inpowerorswitching  
stations, local energy distributions, industrial plants, where  
there isriskofmechanicaldamage.

TechnicalData
Max. operating temperature  
Max. short circuit temperature
Ratedvoltage
Min. bendingradius  
D

: 90°C
: 250 °C(max. 5 sec.)
: 0.6/1kV
: 15 xD
: Cable outerdiameter

DIMENSION ANDWEIGHTS ELECTRICALPROPERTIES

Nominal 
CrossSection

Overall 
Diameter  
(approx)

NetWeight  
(approx)

Delivery  
Length

DCConductor  
Resistanceat

20  CMax
Current Carrying Capacity(A)

mm² mm kg/km m ohm/km
In groundat

20 C
In airat

30 C

5x1.5 15.0 420 1000 12.1 21.0 18.0
6x1.5 16.5 470 1000 12.1 19.5 16.8
7x1.5 16.5 480 1000 12.1 18.0 15.6
8x1.5 18.0 670 1000 12.1 16.5 14.4
10x1.5 19.5 800 1000 12.1 15.0 13.2
12x1.5 20.0 850 1000 12.1 14.3 12.6
14x1.5 20.5 900 1000 12.1 13.5 12.0
16x1.5 21.5 950 1000 12.1 12.8 11.4
19x1.5 22.0 1050 1000 12.1 12.0 10.8
21x1.5 24.0 1300 1000 12.1 11.3 10.2
24x1.5 25.5 1450 1000 12.1 10.5 9.6
27x1.5 26.0 1500 1000 12.1 10.2 9.4
30x1.5 27.0 1600 1000 12.1 9.9 9.1
37x1.5 28.5 1800 1000 12.1 9.3 8.6
40x1.5 29.5 1950 1000 12.1 9.0 8.4
48x1.5 32.0 2250 1000 12.1 8.4 7.9
52x1.5 32.5 2350 1000 12.1 7.8 7.4
61x1.5 35.5 2900 1000 12.1 7.5 7.2

Construction
1 Solid or stranded copper conductor 3 Filler

2 XLPEinsulation 4   Galvanized round steelwire

5   Polyestertape

6  PVCouter jacket
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¡ N2XRY 0,6 - 1 kV  / CU/XLPE/SWA/PVC
2 15     4   36

U: SolidConductor
R: Stranded ConductorRigid Standards: IEC60502- 1,BS5467

Application
These cables have a low dielectric loss, used in indoors and  
outdoors, incableducts,underground, inpowerorswitching  
stations, local energy distributions, industrial plants, where  
there isriskofmechanicaldamage.

TechnicalData
Max. operating temperature  
Max. short circuit temperature
Ratedvoltage
Min. bendingradius  
D

: 90°C
: 250 °C(max. 5 sec.)
: 0.6/1kV
: 15 xD
: Cable outerdiameter

DIMENSION ANDWEIGHTS ELECTRICALPROPERTIES

Nominal 
CrossSection

Overall 
Diameter  
(approx)

NetWeight  
(approx)

Delivery  
Length

DCConductor  
Resistanceat

20  CMax
Current Carrying Capacity(A)

mm² mm kg/km m ohm/km
In groundat

20 C
In airat

30 C

5x2.5 16.0 500 1000 7.41 28.0 24.0
6x2.5 17.5 700 1000 7.41 26.0 22.4
7x2.5 18.0 700 1000 7.41 24.0 20.8
8x2.5 19.0 800 1000 7.41 22.0 19.2

10x2.5 21.0 950 1000 7.41 20.0 17.6
12x2.5 21.5 1050 1000 7.41 19.0 16.8
14x2.5 22.0 1100 1000 7.41 18.0 16.0
16x2.5 24.0 1350 1000 7.41 16.5 15.2
19x2.5 25.0 1450 1000 7.41 16.0 14.4
21x2.5 26.0 1600 1000 7.41 15.0 13.6
24x2.5 28.0 1850 1000 7.41 14.0 12.8
27x2.5 28.5 1900 1000 7.41 13.6 12.5
30x2.5 29.5 2050 1000 7.41 13.2 12.2
37x2.5 31.5 2300 1000 7.41 12.5 11.5
40x2.5 32.5 2500 1000 7.41 12.0 11.2
48x2.5 36.5 3200 1000 7.41 11.0 10.6
52x2.5 37.5 3400 1000 7.41 10.5 9.9
61x2.5 39.5 3750 1000 7.41 10.0 9.6

Construction
1 Solid or stranded copper conductor 3 Filler

2 XLPEinsulation 4   Galvanized round steelwire

5   Polyestertape

6  PVCouter jacket

N2XRY 0,6 - 1 kV / 
CU/XLPE/SWA/PVC
CONTROL CABLE
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Instrumentation, 
Signal Cables
Control Cable



www.eescable.com 264

Winding Wire PVC Insulated 
for Submersible Pump Motors
Control Cable

EES

EES
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CONTROL CABLE
Control Cable

EES
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CONTROL CABLE
Control Cable

EES




